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(57) Abstract 

A system and method for creating, transmitting, 
and receiving web pages from a web server. The 
present invention enables a user to create a new web 
site by either creating new web pages or extracting 
information from previously created web pages. The 
invention enables a web site master to control the 
entire presentation of data to the user. In one 
embodiment of the present invention, a web site 
can include a hrsi web pajge haying a main menu. 
The present invention then permits the web site 
master to prepare a preset sequence of web pages 
that are displayed to the user for each menu item. 
The user of the web page selects one menu item 
from a menu display and then can passively receive 
information in a logical sequence. The control of 
the web page sequence can be used by advertisers, 
for example, to effectively present all information 
deemed helpful in attempting to convince the user to 
use the advertised product or service. In contrast to 
conventional web sites, a user accessing a web site 
developed according to the present invention will have 
a predefined sequence of web pages displayed in order 
to maximize the benefit to the web site master, e.g., to 
increase the behavioral modifications of the client due 
to controlled advertising. The present invention also 
increases the effectiveness of web sites having multiple 
web pages by using an artificial intelligence preloading 
methodology to reduce the delay in displaying a web 
page on the user's computer. 
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SYSTEM AND METHOD FOR DISPLAYING INFORMATION 
AND MONITORING COMMUNICATIONS OVER THE INTERNET 

CROSS REFERENCE TO RELATED APPL ICATION 
5 This application is a continuation-in-part of U.S. Patent Application No. 08/745.899. 

filed by Frederick Lenz on November 7. 1996, entitled "System and Method for Displaying 
Information Over the Internet". Applicant's reference number 2608, which is incorporated by 
reference herein in its entirety. 

10 R ACKGROI JND OF THE INVENTION 

1. Field of the Invention 

The present invention relates generally to the field of Internet communication and more 
specifically to a system and method for generating and displaying world wide web site 

information. 
15 2. Description of Background Art 

The volume of traffic on and the number of users using the Internet and the world wide 
web (WWVH have increased significantly since the early 1990s and such increases are expected 
to continue. Previously, many users of the Internet and world wide web were technically 
sophisticated. Many, if not most, of the users in the future are expected to be technical novices. 
20 That is. many current and future users of the WWW will not understand "hyperlinks" and 

"applets." Many technically unsophisticated users of the Internet and WWW are intimidated by 
i the current techniques required to move between pages in a web site. For example, one 

j conventional technique for moving between pages in a web site involves searching through the 

text of a web page for one of many hyperlinks that may be of interest to the user and then 
1 25 selecting one hypertext or hypergraphic that is associated with the hyperlink to proceed to the 
! page addressed by the hyperlink. While many technically sophisticated users do not have 

trouble understanding this web page addressing technique, less technically sophisticated users 
have trouble understanding hyperlinks and this web page navigation technique, 
j Another problem with conventional web sites is that the size of the data files that need to 

: 30 be downloaded by a user is increasing significantly. For example, it is not uncommon for a web 
; site having complex images, e.g., color photographs, movie clips, or satellite images, to exceed 

several megabytes in size. A typical home user of a personal computer may have a maximum 
modem connection rate of 14.4 kilobits per second (kbps) which is approximately 1 .8 kilobytes 
! per second. Using such a modem, a web page whose data size is two megabytes requires over 
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I S minutes to download, by the typical home computer, and only if the server that is sending the 
wiata is transnniiine the data at the maximum permitted rate. While the data is being 
aownloaJcJ. conventional web sites display partial information oh the screen of the users 
J;>pLi\ monitor. 

5 i >ne growing use of the Internet arid WWW is the creation of web sites for advertising. 

Advertisers are drawn by the low cost of the WWW. However, a significant drawback for 
uJ\ crtiscrs is the slow rate of data transfer to typical home users. If an advertiser creates a web 
site where one page of the web site has a large size, e.g., two megabytes, then, as described 
abo\c. a typical user having a 14.4 kbps modem will require oyer 1 8 minutes to download the 

10 single web page. A significant number of users will be reluctant to download such large 
advertisement web pages due to the large time commitment. 

Another significant drawback for advertisers is that conventional web sites require the 
user to search hypertext and hypergraphics in each web page in order to proceed to what the user 
thinks is of interest. Therefore, an advertiser operating a web site having several pages 

1 5 frequently has users browse the web pages in a haphazard manner. However, successful 
advertisers prefer more control of the presentation sequence of an advertisement. 

Accordingly, what is needed is a system and method for operating a web site that: ( I ) 
decreases the complexity of current web sites to reduce the intimidation of less sophisticated 
users of the web site; (2) decreases the waiting time between web page displays without 

20 increasing the data transmission rate; and (3) enables a web site owner to have more control 
over the presentation of web pages to a user. 

SUMMARY OF THE INVENTION 
The present invention is a new model for creating, transmitting, and receiving web pages 

25 from a web server. Tfte present invention enables a user to create a new web site by either 
creating new web pages or extracting information from previously created web pages. The 
invention enables a web site master to control the entire presentation of data to the user. In one 
embodiment of the present invention, a web site can include a first web page having a main 
menu. The present invention then permits the web site master to prepare a preset sequence of 

30 web pages thai are displayed to the user for each menu item. The user of the web page selects 
one menu item from a menu display and then can passively receive information in a logical 
sequence. The control of the web page sequence can be used by advertisers, for example, to 

effectively present all information deemed helpful in attempting to convince the user to use the 
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advenised product or service. In contrast to conventional web sites, a user accessing a web site 
developed according to the present invention will have a predefined sequence of web pages 
displayed in order to maximize the benefit to the web site master, e.g., to increase the behavioral 
modifications of the client due to controlled advertising. 
5 The present invention also increases the effectiveness of web sites having multiple web 

pages by using an artificial intelligence preloading methodology to reduce the delay in 
displaying a web page on the user's computer. 

BRIEF DESCRIPTION OF THE DRAWINGS 
10 figure 1 is an illustration of a communication system in which the preferred of the 

present invention resides. 

Figure 2 is a more detailed illustration of the server of the preferred embodiment of the 

present invention. 

Figure 3 is a more detailed illustration of the server storage device of the preferred 
15 embodiment of the present invention. 

Figure 4 is a flow chart describing the method performed by the server module according 
to one embodiment of the present invention. 

Figure 5 is a flow chart describing the step of analyzing a web site according to one 
embodiment of the present invention. 
20 Figure 6 is an illustration of a computer screen display showing information extracted 

from the web pages of the web site during the analyze web site 408 process according to one 
embodiment of the present invention. 

^Figure 7 is flow chart describing the step of configuring a modified web site according to 

i . 

one embodiment of the present invention. 
! 25 Figure 8 is aft illustration of a computer screen display for use in the web site 

configuration process according to one embodiment of the present invention, 
j ^Figure 9 is an illustration of an edit transition display according to one embodiment of 

| ihe present invention. 

?Fi»ure 1 0 is an illustration of a configuration image menu display according to one 

: 30 embodiment of the present invention. 

Figure 11 is an illustration of a client computer storage device according to one 
embodiment of the present invention. 
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Figure 12 is a flow chart describing the method performed by the Vayu Web client 
module according to one embodiment of the present invention. 

Figure 1 3 is a flow chart describing the method performed by the web page preload 
module according to one embodiment of the present invention. 
5 Figure 14 is an illustration of a web page control panel according to one embodiment of 

the present invention. 

Figure 15 is an illustration of a first menu web page according to an alternate 
embodiment of the present invention. 

Figure 16 is an illustration of a second web site menu page according to an alternate 
0 embodiment of the present invention. 

Figure 1 7 is an illustration of a site repository information according to an alternate 
embodiment of the present invention. 

Figure 18 is an illustration of a screen display of the web site presentation properties of 
various web site sequences developed by the web site designer according to an alternate 
5 embodiment of the present invention. 

Figure 1 9 is an illustration of a web page sequence properties screen display according to 
an alternate embodiment of the present invention. 

Figure 20 is an illustration of a web page property screen display according to an 
alternate embodiment of the present invention. 
0 Figure 21 is an illustration of a sequence optimizer screen display according to an 

alternate embodiment of the present invention. 

Figure 22 is an illustration of the site layout screen display that is displayed to the web 
site designer according to an alternate embodiment of the present invention. 

15 DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

A preferred embodiment of the present invention is now described with reference to the 
figures where like reference numbers indicate identical or functionally similar elements. Also in 
the figures, the left most digit(s) of each reference number correspond(s) to the figure in which 
the reference number is first used. 

30 Figure 1 is an illustration of a communication system in which the preferred 

embodiment of the present invention resides. The communication system includes a web server 
102. a wide area network 104. destination servers 106A. 106B, and personal computers 108A-C. 
The personal computers 108A-C are conventional personal computers, e.g.. an Apple computer 
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' or a Compaq computer. : The personal computers 1 08 can be independent or part of a network, 
lor example. The personal computers 108 can be connected directly to the WAN, using a 
modem, for example, or can be connected to the WAN 102 via a server 106 A that uses a leased 
line, tor example. The server 106A can operate using a conventional operating system, for 
5 example. UNIX or Windows NT. In order for a user of a computer, e.g.. destination computer 
108 A to access data representing world wide web pages (web pages) from a web server 102. the 
user of the personal computer 108 A identifies a uniform resource locator (URL) address to a 
web page in the web server 102and transmits a request signal to the WAN 104. The WAN 104 
is conventional, e.g., the Internet, and can use routers to route the request signal to the web 
1 0 server 1 02. A conventional web server receives a request and transmits the requested web page 
to the destination computer 108 A. The destination computer 108 A receives the web page data 
and displays the web page. This process can repeat several times for each web page requested 
by the user. The multiple requests per page are to obtain each multimedia object embedded in 
the page, e.g.. pictures, sounds, and videos. 
1 5 The present invention is a new model for creating, transmitting, and receiving web pages 

from a web server 102. The invention includes a server module and a client module. The server 
i module is stored and implemented by the web server 102. The client module is stored in the 
web server 102 and is transmitted from the web server 102 to the destination computer 1 08 A 
after the web server 102 receives a request from the destination computer 108 A. The client 

I 

120 module is executed by the destination computer 108 A when displaying the web pages of the 
I web site. A more detailed discussion of the server module and the client module is set forth 

! 

| below: 

| Figure 2 is a more detailed illustration of the web server 102 of the preferred 

embodiment of the present invention. As stated above, the web server is conventional and 

i 25 includes a conventional central processing unit 202, e.g., a Pentium Pro processor that is 
commercially available from Intel Corporation, Santa Clara, California, a conventional 

i input/output system 204 ? conventional random access memory 206, and a conventional storage 

| device 208 having unconventional computer application programs stored therein. The computer 

application programs stored in the storage device 208 are described in detail below. 
30 Figure 3 is a more detailed illustration of the web server storage device 208 of the 

preferred embodiment of the present invention. The storage device 208 includes a server web 
site module 302. a web site project database 304 having menu information 308 and web page 
information 306. a web site analyzer 3 1 0. and a web site configuration module 3 1 2. The server 
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web site module 302 includes web site data including MIME files. MIME files can include 
MIME types that provide a technique for enabling web browsers, e.g., Netscape Navigator, to 
automatically launch a viewing program associated with a received file, hypertext markup 
language (HTML) data, and common gateway interface (CGI) data. The web site project 

5 databases 304 includes menu information 308 and data from web pages 306 extracted from the 
web page by the web site analyzer 310. A more detailed description of the web site project 
database is set forth below. The web site analyzer 310 analyzes each web page of the web site, 
extracts data from each web page, and stores the data in the web site project database 304. The 
web site configuration module 312 enables a user to create a menu and to create an ordered 

0 sequence of web pages that can be presented to a user (client) when a menu item is selected. 

Figure 4 is a flow chart describing the method performed by the server module 102 
nccording to one embodiment of the present invention. If the desired web pages of a web site do 
not yet exist 402 then the web pages are created 404 using conventional web page creation 
techniques. A web site creation description is provided in Chandler, Running a Perfect Web 

5 Site . Que Corporation (1995) that is incorporated by reference herein in its entirety. If the web 
pages that will be part of the web site exist 402 then the server 102 defines 406 a new site 
project, analyzes 408 the web pages of the web site, configures 410 the new web site, and saves 
412 the web site. A more detailed description of steps 406, 408, 410, and 412 is set forth below. 
Alternatively, web pages for the web site can be developed concurrently using the present 

!0 invention. 

As stated above, the web server 102 defines 406 a new site project. In one embodiment . 
a new site project is a data structure that is stored in the server storage module 208. When fully 
defined, the new site project includes or references all of the information about a web site. The 
information stored about each web site includes general information about the web site and a list 

15 of the web pages in thdweb site. The general information includes information such as: (a) the 
company's name where the company can be the party to which the web site information is 
directed, e.g., the company who is advertising on the web site; (b) the webmaster name. e.g.. the 
creator of the web site: (c) the webmaster electronic-mail (e-mail) address. The list of web 
pages includes information about each web page, such as:(l) the URL of the web page: (2) a list 

30 of links out of the page; (3) a list of links into the page from other web pages in the web site: (4) 
the title of the web page; (5) the content type of the page, e.g., text, html, and image: (6) a list of 
pictures/videos/sounds in the page: and (7) the size of the web page. The size (in bytes) of the 
web page can be determined using any of a variety of techniques. In one embodiment, the size 
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of the web page is the sum of the number of bytes in the page's HTML, the size of all image 
<IMG>, sound <BGSOUND>, object <OBJECT>: applet <APPLET>. and script <SCRIPT> 
tag ftles. The information stored about each web page is determined during the steps of 
analyzing 408 the web site and configuring 4 1 0 the web site as described below. 
5 Figure 5 is a flow chart describing the step of analyzing 408 a web site by the web site 

analyzer 310 according to one embodiment of the present invention. The web site analyzer 
determines the size of the web page and determines the links into and out of the page as 
described below. The web site analyzer 3 10 determines 502 if more web pages need to be 
analyzed. The web site analyzer 310 selects a web page by selecting one of the hyperlinks of a 
1 0 previously analyzed web page. The web page analyzer 3 1 0 analyzes the web page and sets a flag 
indicating that the web page has been analyzed. If the web site analyzer 3 10 determines that the 
web page has already been analyzed, then the web site analyzer sets a pointer to the memory 
location in the server storage 208 containing the information previously extracted during the 
web page analysis. 

1 5 The web page analyzer 3 1 0 extracts 504 the title of the web page. In one embodiment, 

the title of the web page is extracted by identifying the text associated with the title tag 
(<TITLE>). The title can be displayed in order to identify the web page to the user. The web 
page analyzer 310 then extracts 506 the hyperlinks of the web page. In one embodiment, the 
hypertext links are extracted by identifying the anchor tags (<A>). the frame tags (<FRAME>). 
20 and map tags (<MAP>) in the web page. The web page analyzer 310 extracts 510 image file 

names by, for example, identifying the file associated with the image tag (<IMG> ). and the web 
page analyzer 310 determines the size of the image file by (a) reading the HTTP size header or 
(b) downloading the file. In one embodiment, the HTTP size header is read since it is typically 
faster than downloading the file. The web page analyzer 3 1 0 also extracts 5 1 2 embedded file 
25 names in the web page by, for example, identifying the file associated with the embedded tag 

( <EMBED>V Then the web page analyzer 3 1 0 determines the size of each embedded file by (a) 
reading the HTTP size header or (b) downloading the file. The web page analyzer 3 1 0 also 
extracts 512 object files in the web page by, for example, identifying the file associated with the 
j object-tag (<OB JECT>). Then the web page analyzer 3 1 0 determines the size of each object file 

30 by (a) reading the HTTP size header or (b) downloading the file. The web page analyzer 3 1 0 
! also extracts 5 1 2 sound files in the web page by. for example, identifying the file associated 

S with the bgsound tag (<BGSOUND>). Then the web page analyzer 3 1 0 determines the size of 

I each sound file by (a) reading the HTTP size header: or (b) downloading the file. The web page 
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analyzer 310 extracts 5L4 class file names by, for example, identifying the file. names associated 
with a class file name tag. e.g., <APPLET> in the Java programming language commercially 
available from Sun Microsystems. Inc., Santa Clara. California. The web page analyzer then 
determines a list of links out of the web page by downloading and scanning the contents of each 
5 class file. The web page analyzer 310 also extracts 516 additional information from the web 
page. For example, the web page analyzer 3 1 0 identifies scripts, e.g., Javascripts and 
VBScripts. associated with a script tag (<SCRIPT>) ? downloads the scripts and scans the scripts 
for links out of the web page. After extracting the above identified information, the web page 
analyzer 3 1 0 determines 5 1 8 the size of the web page by summing the number of bytes in ( 1 ) 
10 the HTML of the web page, and (2) all of the image/embed/class/bgsound/object/script tag files. 
Steps 504-51 8 are repeated for each web page. 

Figure 6 is an illustration of a computer screen display showing information extracted 
from the web pages of the web site during the analyze web site process 408. described above, 
according to one embodiment of the present invention. The computer display illustrated in 
1 5 Figure 6 displays web page information including the web site name 602 

"http://McJava/sampletree/morelink.htm t \ and the status of the analysis 612, a current page 
identifier 614. the total number of pages 6 1 6, the total number of links found in all of the 
analyzed pages 618. In addition, the display includes information concerning the parsed pages 
620 and parsing details 622. The parsed pages 620 shows the list of web pages as they are being 
20 parsed. The pages are displayed in a tree structure format that shows the hierarchical nature of 
the web site. The parsing details 622 shows a detailed list of the links and files found in the page 
being currently parsed. The site name 602 is the URL of the web site being analyzed. Host 
information (not shown) can also be displayed. The host is the name of the host machine on 
which the web site resides. Similarly, a tree level indicator. (not shown) can also be displayed. 
25 The tree level represents the hierarchical level of the web page in the web site. Any web page 

may exist at a number of levels (e.g., it may appear as a hyperlink in many different pages in the 
web site). The level represented here is the level closest to the top of the tree that the page 
appears. It will be apparent to persons skilled in the art that more or less information can be 
available to the webmaster when configuring the web site. 
30 After the web site analyzer 3 1 0 analyzes 408 the web site, the web site configuration 

module 312 configures the web site. Although the web site analyzer 310 has searched and 
analyzed each web page in the web site, the web site analyzer 310 does not modify the original 
web site. The web site configuration module 312 enables the web site developer, e.g.. a 
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webmaster. 10 construct sx menu. In one embodiment of the present invention this menu is 
typically approximately 8-10 items, although it is envisioned that any number of items can be 
part of the menu. Each item will consist of a sequence of web pages that are.displayed in a 
fixed order. In one embodiment of the present invention the web pages themselves are not 
5 modified except for the web page having the menu. In other embodiments the web pages are 

modified to, for example, ensure that all links out of the web page are deactivated, except for the 
links defined by the user. Figure 7 is a flow chart describing the step of configuring a modified 
web site by the web site configuration module 312 according to one embodiment of the present 
invention. The web site configuration module 312 enables the webmaster to create a menu 
1 0 structure that can be the first web page displayed in the web site. For example. Figure 8 is an 
illustration of a computer screen display for use in the web site configuration process according 
to one embodiment of the present invention. The display includes a menu configuration portion 
802, a current web site structure portion 804, a status portion 814, and various control buttons 
that can be selected by the webmaster using a conventional mouse or other pointing device, for 
i15 example. The control buttons in one embodiment include a menu shuffle up button 806. a menu 
shuffle down button 808. an add image button 810, an add transition button 812, and a status 
display 814. 

The webmaster determines 704 if any more menu selections need to be modified. If the 
webmaster decides to modify or define a menu selection, the webmaster selects a menu, and 
20 defines 706 a sequence of web pages that will be displayed when the menu is selected. One 
process for assigning a web page to a menu is: (a) a user highlights the menu in the menu 
configuration portion 802 using the mouse or keyboard; (b) the user then highlights the web 
page in current web site structure portion 804; and (c) the user selects the Add button 816. The 
chosen web page will be added to the menu and will be displayed in the menu configuration 
,25 portion 802 of the display. For example, a first menu is identified as "Luxury Vehicles" 820 in 
the menu configuration portion 802 of the display. The menu configuration portion 802 also 
includes information about the web pages that the webmaster has associated with the menu. For 
example, the top menu item is "Luxury Vehicles" 820. There are two web pages 822/824 
associated with this menu item. These two web pages will be displayed in this order, i.e.. web 
30 page 822 and then web page 824. when the user ultimately views this web site with their client 
PC and browser. 

The shuffle up button 806 and the shuffle down button 808 enable a user to modify the 
web site structure by moving a web page up or down in the displayed menu configuration 

-9- 



JDOCID: <WO 9820434A2J_> 



WO 98/20434 PCT/US97/19719 

portion 802 of the display. These buttons simplify the web site editing procedure for the web 
master. For example, a web page can be selected by the webmaster and associated with one of 
the menu items. The webmaster can then move.- add. delete, or copy web pages in order to 
develop a suitable web site presentation sequence. The webmaster can also introduce transitions 

5 ihat can control the transition between web pages by selecting the "Add Transition" button 812, 
For example, a transition may be a timer of 1 0 seconds, or a keyclick from the user. In one 
embodiment the webmaster ensures that the user will view the web pages associated with each 
menu (if any) only in the predefined sequence by automatically showing the next page in 
response the transition event. For example, if a timer of 10 seconds has been selected by the web 

0 master then after 10 seconds has elapsed the next page will automatically be displayed. The user 
does not need to perform any action. In alternate embodiments, a limited number of page links 
are included that enable the user to advance to the next page, return to the previous page, or 
return to the main menu, for example. 

As noted above, conventional web sites are created such that a client who accesses the 

1 5 web site can view the various pages in the web site in almost any sequence. One potentially 
significant use of the Internet and the WWW is in advertising. In one embodiment, the present 
invention can be utilized to create a web site having advertisement as a significant purpose of 
the web site. For example, an automobile company, e.g.. General Motors, can develop a web 
site that advertises its currently available cars and trucks. One important aspect of advertising is 

10 the process of creating a need that can be satisfied by the advertiser. In order to efficiently and 
successfully accomplish this, it is helpful if the advertiser is able to control the sequence of 
information presented to the user. For example, if a car manufacturer developed a web site, they 
may not want the client to immediately jump to the web page having the cost of the vehicles, 
instead, the advertiser could be rriore successful and effective if a description of the features and 

15 benefits of one or morffcar models were first shown to the user in order to familiarize the client 
with the cars and to therefore help persuade the client that the cars offered by the manufacturer 
will satisfy the needs of the client. After providing the information to the user, the web page 
having pricing information can be presented to the user. It will be apparent to persons skilled in 
ihe art that the above example is merely one example of how the current invention could be used 

30 and that many alternatives exist for developing and strategically planning the web page 

presentation sequence in a web site. The present invention provides the necessary tools to 
enable a webmaster to quickly, efficiently, and effectively generate a web site that gives control 
of the web site presentation to the web site owner instead of the client. 
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I he Paee link can be displayed as a "Next Page" bunon or the webmaster can select to 
»a\c one or more ot the web pages transition automatically. Figure 9 is an illustration oi an edit 
:i.iuM:ior. J:-ria\ % «C according to one embodiment of the present invention. In the example 
-l:iiNir j-.i-J n. i 1-jurc the user has the ability to define the event that will trigger a web page f 

5 s: jiisitton lor a:n particular web page. e.g. r the "Leasing Information" web page as displayed in 
the menu item display area 904. The available types of transitions are displayed in the available 
transition portion 906 of the display. The webmaster selects one of the available transition types 
and activates the Add button 912, and the selection is displayed in the current transition portion 
ot the di-pla> - tf the webmaster selects the timer option, the webmaster can set the delay 

10 between" paees b> entering the delay in the delay definition portion 910 of the display. To 

remov ci selection Irom the Current Transition 908 display the web master uses the Remove 
button '14 

I he webmaster also has the opportunity to provide 708 additional information 
concerning the web site and the individual web pages. For example, some of the information 
1 5 stored in the new site project data structure is defined by the webmaster, e.g., information 

concernine the company name, webmaster name, webmaster e-mail, and the URL of the main 
menu pace or one or more web pages in the web site, for example. The webmaster has the 
opponunuv to provide this information before or after the defining 706 the web page display 
sequence lor the web site. 
20 I i jure 10 is an illustration of a configuration image menu dialog box display 1002 

according to one embodiment of the present invention. The dialog box 1002 enables the user to 
venerate a menu display by selecting a menu. e.g.. Menu_4, and defining the active regions in 
the displax ponton 1006 for the selected menu. In Figure 10, the active region for Menu_4 
: ( "New lor ' C >T') is defined in the active region definition dialog box 1008. In some embodiments 

25 of the present invention the webmaster does not create an initial menu page, instead only one 
web page sequence is defined and when the client selects the first page the sequence of the 
I remaining w eb pages of the web site are displayed to the client in the predefined sequence. 

I Alter the webmaster defines the menus and defines the web page sequence associated 

with each menu, the modified web site is saved 412. In one embodiment of the present 
30 invention, the web site is saved as a series of files that are used when web site information is 

transferred to a client accessing the web site. In one embodiment these files are used to transfer 
the information gathered by the server tool to the client. The files include a stub Java Applet 
that is inserted into the home page of the site. One example of such a file is set forth in Table 1 . 
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< APPLET CODE=" browser .class" WirTH="10" HEIGKT= " 10 " > 

<PARAM NAME="menu_l" VALUE= " [MENU_ ITEM NAME =' Luxury 
Vehicles' AUTO = TRUE RECT=199 , 92 , 230 , 34 IMG=menu . gif ] " > 

< PARAM NAME- " rnenu_l_l " VALUE = " [LINK . 
URL= ht tp : / / www . xyzmotors . com/L2_N2 . HTM SIZE=3 514 
TRANS I T= TIMER DELAY = 10] " > ■ - V 

< PARAM NAME= "tnenu__l_l_l " VALUE = " [LINK_OB JECT :■ 
URL=http : // www. xyzmotors . com /Images\I_l_9 .GIF 
SIZE=1059 CONTENT^ image /gif] "> 

< PARAM NAME= " menu 1 2 " VALUE = " [LI NK_F I LE 

NAME=xyzmotors_menu_l . brw] " > 

< PARAM NAME="menu_2" VALUE =" [MENU_ ITEM NAME =» Sport Utility' 
RECT=199, 129, 229, 39 IMG=menu . gif ) " > 

< PARAM NAME= "menu 2 1 " VALUE= " [LINK URL=http:// 

www.xyzmotors.com /L1_N1 . HTM SIZE=12117 
TRANS IT=MENU] "> 

15 < PARAM NAME= M menu_2_l_l ,f . VALUE=" [LINK_OBJECT 

URL=http : // www. xyzmotors . com /Images\I_l_l .GIF 
SIZE=1257 CONTENT= image /gif ] ">.. 

< PARAM NAME="menu_2_2" VALUE =" [LINK_FILE NAME= 
30 xyzmotors _menu_2.brw] "> 

< PARAM NAME= "menu__3 " VALUE =" [MENU_ ITEM NAME =' Trucks and 
Vans' RECT=198, 173, 230,47 IMG=menu . gif ] " > 

35 < PARAM NAME="menu_3__l" VALUE =" [LINK URL=hfctp: // 

www.xyzmotors.com /L1_N1 . HTM SIZE=12117 TRANS I T= TIMER 
DELAY=10] " > 

< PARAM NAME= 11 menu 3 " VALUE = " [LINK__OBJECT 

40 URL=http:// www.xyzmotors.com Vlmages\I_l_l .GIF 

SIZE=1257 CONTENT= image /gi f ] "> 



45 



< PARAM NAME= " menu_3_2 n VALUE = " [LINK_FILE NAME= 
xyzmotors _menu_3 . brw] " > 

< PARAM NAME= "menu_4 " VALUE = " [MENU_ITEM NAME= 1 Family Fare 1 
RECT=195,224,232,40 IMG=menu . gif ] " > 



< PARAM NAME="menu_4_l" VALUE=" [LINK URL=http:// 
50 www.xyzmotors.com /L1_N1.HTM SIZE=12117 TRANS IT=TIMER 

DELAY=10]"> 

< PARAM NAME= n menu_4_l_l" VALUE = " [LINK_OBJECT 
URL=http : // www. xyzmotors . com /Images\I_l_l .GIF 
55 SIZE=1257 CONTENT^ image /gif] "> 

< PARAM NAME= "menu_4_2 " VALUE = M [LINK_FILE NAME- 
.xyzmotors _menu_4 . brw] "> 
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< PARAM • NAME= "menu_5 » VALUE = " [MENU_ITEM NAME= 1 New For 
i 97 ' ] " > 

5 <PARAM NAME= n menu_5_l M VALUE=" [LINK URL=ht tp : // 

www.xyzmotors.c6m /L1_N1.HTM SIZE=12117 TRANS I T= TIMER 
DELAY=10]"> 

<PARAM NAME= n menu_5_l_l n VALUE= " [LINK_OBJECT 

0 URL=http: // www.xyzmotorsrcom / Images \ I_l_l . GIF 

SIZE=1257 CONTENT^ image /g if ] " > 

- <PARAM NAME= "menu_5_2 " VALUE=" [LINK_FILE NAME = 

xyzmotors _menu_5* . brw] " > 

t5 

</APPLET> 

Table 1 

>0 These parameters in Table 1 contain specific information about each link on the menu 

illustrated in the display portion 1006 of Figure 10. and the contents of the pages linked thereto. 
The menu items are passed as parameters. In the example set forth in Table. 1 . a naming 
convention is used to determine the order and structure of the menu. The data is structured with 
a format that is similar to HTML, but uses square brackets ([ and ]) instead of angle brackets (< 

25 and >). The first parameter (PARAM) is for the first item in the menu, named memi l. Its type 
is MENUJTE.VL and the item s name is Sport Utility. The next PARAM is a page assigned to 
the menu J. and its name is menu J J, The type is LINK, its URL is 

lutp://McJava/dealers/dealers.html, the TRANSIT is TIMER, and the DELAY \s 10 seconds. The 
third PARAM is also assigned to the menu J item, but it points to a file that contains the rest of 
30 the links for menu J . The file name is McJavajnenu_2.brw. There are one of these files for 
each menu item that has more than one link assigned to it. These files are used to limit the 
amount of information that is transmitted from the server to the client in the initial transmission. 
Since the number of web pages that could be assigned to all of the menu items could range into 
the hundreds and thousands, it is generally more efficient to send down a portion of menu 

1 35 information, and then retrieve more menu information as needed. The file structure design is 
j extensible such that as new information is needed new name/value pairs are added. Older 

j version.of the software will ignore name/value pairs they.do not understand. Newer version of 

the software will have reasonable defaults if they encounter an.older file with missing 
name/value pairs. 

■ 40 As described above, a client utilizes a computer, e.g., a destination computer 108 A. to 

! access the defined web site stored on the server 102. The personal computer used by the client 
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x.\in be a conventional personal computer, e.g., an IBM personal computer that is commercially 
i:\ailablc irom IBM Corporation, Armonk, NY. The destination computer 108A includes a 
conxcntiiMui CTl . conventional RAM, and a conventional storage device, that can be similar to 
the server I'C described above. Figure 1 1 is an illustration of a client computer storage device 

5 1 Mmi accorJine to one embodiment of the present invention. The storage device 1 100 includes 
.i con\ cntional Internet browser 1 102. a Vayu Web client module 1 104, a web page preload 
module 1 106. menu files 1 108, and a TCP/IP Internet connection protocol module 1110. The 
conventional Internet browser provides an Internet gateway to the destination computer 108A. 
The client u>es the Internet browser 1 102 to request access to the web site stored in the server 

0 storage mtnjulc 20X. The menu files 1 108 include the files received from the server 102 in 

response to the access request. In addition, the personal computer storage module 1 100 receives 
the Vayu Wen client module 1 104 and the web page preload module 1106 from the server 1 02. 
The operant >n of these modules is described in greater detail below. 

In one embodiment, the Vayu Web client module has been implemented using three 

; 5 different techniques. These three techniques allow the client module to operate across the wide 
variety of client machines currently in use across the Internet, e.g., IBM PC, Apple Macintosh, 
Sun Microsystems Sparcstation, and across the wide variety of WWW Browsers currently in 
use, e.g.. Netscape versions 2.n and 3:n, and Microsoft Internet Explorer versions 2.n and 3.n. 
The three techniques are: (1) as a Java Applet; (2) as a Javascript script where Javascript is a 

10 Internet language developed by Netscape Corporation; (3) as a Client-Pull mechanism using a 
•-META • lay in the HTML file, that causes the browser itself to automatically load pages on a 
limed basis. The CONTENT argument contains the time in seconds. The URL contains the 
largct URL. The <META> tag can be: 

<META I ITTP-EQUI V=REFRESH CONTENT^ '1 URL=target_url"> 
25 Figure 1 2 is a flow chart describing the method performed by the Vayu Web client 

module according to one embodiment of the present invention. As described above, the client 
requests information from the web site server 102 and the destination computer 108A 
downloads 1202 web site server information. The web site server information initially 
downloaded includes the Vayu Web client module 1 104, the web page preload module 1 106, 
30 and the new site project data structure that is stored in the menu Files 1 108. As described above, 
the new site project data includes information about the web site and includes references to web 
pages in the web site but does not include all of the web page data. The destination computer 
I08A implements 1204 a web page preload routine that is executed concurrently with the 
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1 remaining functions performed by the Vayu Web client module, as described below. Figure 1 3 
is a flow chart describing the method performed by the web page preload module 1 106 
accordine to one embodiment of the present invention. The web page preload module 1 106 
gathers local environmental information concerning the client personal computer. This 
5 information includes the speed of the modem, the time of day, Internet service provider service 
level, browser type and version, and operating system type and version. This information is used 
by the artificial intelligence expert system to dynamically select a preload strategy to optimize 
ihe performance of the presentation of web pages to the client. The web page preload module 
1 1 06 preloads 1 304 the first web page from each of the menus. 
10 While the web page preload module 1 1 06 is preloading the first web page associated 

♦Aith each of the menus, the Vayu Web client module 1 104 displays 1206 the menu page and 
waits for the user to select a menu. When the user selects 1208 a menu item, the Vayu Web 
client module 1 104 identifies 1210 the first web page in the predefined sequence of web pages 
associated with the menu item and displays 1212 the first web page. Before the user selects a 
1 5 menu item, the web page preload module 1 1 06 preloads the first web page associated with each 
menu item, as stated above, and then determines the web page loading sequence for subsequent 
web pages based upon a determination of the most likely menu item selection. The web page 
preload module 1 106 determines the most likely menu item selection based upon the selections 
of previous clients or, if no clients have previously accessed the web page, the webmaster may 
20 indicate which menu item to show first, or the first menu item is selected as the most likely to be 

..elected. The web page preload module 1 106 preloads web pages from the sequence of web 
! panes associated with the most likely menu item selection by implementing the rule based 

expert system of the present invention, described below. 
! After the client selects a menu item, the Vayu Web client module 1 104 and the web page 

j 25 preload module f 1 06*receive the web page sequence and web page information from the new 
! site data structure in the menu files 1 1 08. Specifically, the new site data structure includes the 

overall size of the web page, the number of embedded objects in each web page, and the size of 
the embedded objects in each web page, as described above. In one embodiment of the present 
invention, the web pace preload module 1 1 06 determines a priority for each web page in the 
30 web page sequence based upon the environmental parameters of the destination computer 108 A. 
I described above, a queue location of the web page in the predefined sequence, the size ot the 

web page, the number of embedded objects in the web page, and the size of the embedded 
; objects in the web page, for example. In addition, the web pace preload module is keeping track 
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of how long it actually. takes to load each page. From this information it calculates the actual, 
throughput that the current client is getting. This throughput is used by the expert system to 
make decisions about preload strategies^ For example, if the throughput falls below a certain 
value, the preload module may stop preloading certain types of MIME files (e.g., video, sound). 
The trigger value would be set by the web master during the menu configuration stage, 
described above. One example of a rule based expert system is set forth in Table 2. 



; Set preload strategy based updn throughput 
IF 

10 system. throughput < 6kpbs 

THEN 

preload, order = STRATEGY_7 

END IF 

15 ; Set preload strategy based upon throughput 

IF 

system/throughput < 2kpbs 

THEN 

mime . image = NOLOAD 

20 END IF 

; Set priority based upon size., of an embedded object 
IF 

objectl. size > 250000 

25 THEN 

objectl . prelbad_priority =5 

END IF 

; Set priority based upon. size of an embedded object 
30 IF 

objectl.size > 500000 

THEN 

objectl . preload_jpriority = 7 

END IF 

35 

; Set priority based upon size of an embedded object 
IF 

objeotl . size > 1000000 

THEN 

40. objectl. preload_priority= 10 

END IF 

; Set priority based upon the number of embedded 
; objects in a page 
45 IF 

pagel .objects > 5 

THEN 

pagel . preload_priority = 3 

END IF 



50 



; Set priority based upon the number of embedded 
; objects in a page 
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pagei.: objects > 10 

THEN 

pagel .preload_jpriority = 8 

END IF 

5 

; Sec preload order based upon browser type and time 
of 

; day ...... 

; MSIE_3x is Microsoft's Internet Explorer Version 3.x 
10 IF 

; night time hours - 

browser, type = MSIE_3x AND (env . timeof day > 20:00 
AND env. timeof day < 08:00) 
THEN 

15 preload. order = SEQUENTIAL . 

ENDIF 

Set preload order based upon browser type and time 

of 

20 ; day 

STRATEGY_7 is load page" 1 , then 2 , then- largest to 

smallest " 

IF 

; business hours 
25 browser, type = MSIE_3x AND (env . timeof day > 

08:00 AND env . timeof day < 20:00) 
THEN • 

preload. order = STRATEGY_7 

ENDIF 



30 



Table 2 



After determining the preloading priority for each web page, the web page preload 
module 1 106 preloads 1308 the web pages having the highest priority. The web page preload 
35 module 1 106 monitors 1310 the preloading procedure to reduce any delay in displaying web 
page to the client. The monitoring function of the web page preload module 1 1 06 permits the 
preload function to be dynamic in that if a problem occurs 1312 in the web page loading 
process, the web page preload module 1 106 sorts and reorganizes 1314 the data. Examples of 
problems include: (a) when a page is needed to be displayed and has not yet been preloaded or 
40 (b) when the preloading is sufficiently ahead of the display so that the local PC web page cache 
is full, and pages must be discarded (and reloaded). When a problem occurs the expert system is 
re-initialized with the current data (including the throughput and modified menu files without 
the web pages that have already been displayed). A modified preload strategy is then determined 
1306. 

45 The client continues navigating 1210 through web pages while the destination computer 

1 08 A continues displaying 1212 web pages. As described above, in one embodiment of the 

present invention, the client can passively watch the sequence of web page displays. In alternate 
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embodiments, the user has the option of selecting a next page button. Within each web page the 
client also has the option of manipulating a control panel. Figure 14 is an illustration of a web 
page control panel 1400 according to one embodiment of the present invention. In this 
embodiment, the user has the option of returning to the beginning of the web page by selecting 
5 control panel button 1 402, proceeding to the end of the web page (for example, a video clip 
embedded in the web page may be skipped) by selecting control panel button 1 404, continuing 
or beginning the execution of the web page display by selecting control panel button 1 406, 
pausing the execution of the web page by selecting control panel button 1408, decreasing the 
speed of web page execution by selecting control panel button 1410, increasing the speed of 
10 web page execution by selecting control panel button 1412, or stopping web page execution by 
selecting control panel button 1414. 

An alternate (preferred) embodiment of the present invention is described below with 
reference to Figures 15-22. This alternate embodiment includes a standard structure and 
navigation for the menus (pages containing buttons) and menu items (buttons), allowing the user 
15 a set of options at each web page. One benefit of using the standard structure is to make the 

web site easier to use by the end user and to offer the web site designer more control over what 
is displayed to the user. 

Figure 15 is an illustration of a first menu web page according to an alternate 
embodiment of the present invention. The first menu page 1500 illustrated in Figure 15 
20 includes a single large button 1 502 that includes the name of the company that is the subject of 
ihe advertising, e.g., "Vayu Web". The user can select the button 1502 to continue or the user 
can exit from the web site. In addition, the present invention enables the company to add a 
graphic display to the button or to the background to enhance the screen display. 

The first menu web page can include a tool bar 1 504 having various control buttons 
25 i hereon. These fcontFol buttons are enabled and disabled for each web page based upon the web 
site definitions defined by the webmaster. .When the user selects the button 1502. a sequence of 
pages may automatically be presented after which another menu page appears containing more 
items. Alternatively, the sequence can be skipped and the next menu page can be presented 
immediately. While the user is viewing a dynamic sequence, the control functions are typically 
30 disabled. The control functions include pause, fast forward, reverse, and exit. In alternate 

embodiments these control functions are enabled during the presentation of dynamic sequences. 
While a dynamic sequence is playing the user typically watches the display, until the next menu 
page is reached. 
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Fiaure 1 6 is an illustration of a second web site menu pace according to an alternate 
embodiment of the present invention. At the next web site menu page 1600. the user has three 
options. (1 ) return to the previous menu page, (2) select one of the menu items 1602. or (3) 
select the auto-play button 1604 to automatically cycle through the sequences following each 
5 menu item, for example. The order of cycling through the menu items is determined by the web 
site designer (web site master). Some items can be excluded from this "autoplay". A menu 
page can comprise any number of items. In this alternate embodiment the number of items is 
typically between 1 and 10. The web site designer can add their own graphics to the items or to 
the page background. 

10 'Certain web pages can be static, i.e., they do not automatically display another web page. 

Frequently, for static web pages, the "pause" and "forward" buttons on the tool bar 1504 are 
enabled. In this case, the page may include a description of a product and/or ordering 
information, for example. A maximum viewing time can be specified by the web site designer 
10 proceed to the next page after some amount of time has elapsed, or the web site designer can 
1 5 permit the user to continue to the next web page by selecting a next page control button. 

In this alternate embodiment, the tool bar 1 504 is located at the top of the screen. The 
web site designer may choose not to display the tool bar 1 504 for certain screens when, for 
example, the user has no other options within these screens but to wait for the next page. The 
tool bar 1504 can also include status indicators 1606 to show the remaining time left to view 
20 this page. This tool bar 1 504 can be used for every page displayed using the present invention. 

Another feature of the present invention is that the user is permitted to create multiple 
versions of each web site where the present invention permits optimization of each web site for 
different internet throughput rates. For example, the throughput range for different types of 
Internet access devices commonly used today varies from 14.4 kbps (modem) to 56 kbps 
25 (ISDN) to 1 .5 megabits/sec (Tl). This variation exceeds a factor of 100. Furthermore, users of 
the present invention on Intranets, e.g., local area networks (LANs) can reach data transfer rates 
exceeding 1 0 megabits/sec. Due to transfer rate constraints at the lower throughput speeds, the 
web site designer may include several versions of a web page, or several versions of a sequence, 
where a sequence includes a series of pages which are automatically displayed, with each 
30 version being a different size to optimize the web site display for different throughput 

environments. The database can include information about the various page and sequence 
versions. The artificial intelligence module of the present invention that was described above 
with respect to the expert system and is described in greater detail below, can automatically 
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select the appropriate page version depending on the throughput environment it has determined 
for a user. The Virtual Design Studio, which is the tool that the web site designer uses to 
assemble the web pages into advertisement sequences, is designed to assist the web designer in 
creating optimal sequences for various throughput environments. The Virtual Design Studio 
5 will also allow the web site designers to preview the web pages of the web site using a simulator 
of the present invention in order to simulate environments having various data throughput rates. 

It will be apparent to persons skilled iri the lart that the use of different versions of the 
web pages is not required to operate the present invention. However, if the web site designer is 
expecting users with different throughput environments to access the web site, it may be 
1 0 advantageous to create versions of certain web pages that contain videos, sound, etc.. so: users 
with faster connections can view web pages having greater detail, while users with lower ■ 
connections can still get the full benefits of this web site by viewing pages of a smaller size. 

The present invention permits different versions of web pages and web sites by 
providing the web site designer with the option of providing high-quality (larger) pages for 
1 5 users connected at higher throughput rates and lower-quality (smaller) pages for users connected 
at lower throughput rates. The present invention enables the web site designer to easily mix the 
smaller pages with the larger pages when the throughput is fast. However, adding larger pages 
lo a low-throughput connection requires the designer to carefully sequence the pages so a large 
page is preloaded while several smaller ones are being viewed. In addition, some pages take 
20 longer to view, for example if they contain detailed textual information that takes longer to read. 
This longer viewing time can be used to preload larger files. The Virtual Design Studio of the 
present invention includes modules which assist in the intelligent sequencing of pages in this 
manner not only to reduce the user's waiting time but also to improve the quality of the pages 
lhat can be viewed with slower connections. 
25 Another factor to consider is that the actual throughput rate during an Internet 

connection session can vary greatly. For example, with a nominal connection speed of 28.8 
kbps, the actual transfer rate can easily vary between 10 kbps and 28.8 kbps. Therefore, the 
artificial intelligence (AI) module of the present invention makes real-time adjustments during a 
connection session to keep the presentation flowing and prevent waiting time for the user. One 
30 of the techniques implemented by the AI module is to leave out certain pages that the designer 
has identified as being large but with low impact or information content. Another technique is 
10 dynamically switch a higher-quality presentation to a lower one when the throughput slows 
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down, and then to switch back to the higher-quality one if the throughput picks up again. The 
artificial intelligence unit is described in greater detail below. 

Figures 6, 8. 9. and 10 are illustrations of screen displays during the analyze web site 
process 408 and the configure web site process 410 for one embodiment of the present invention 
5 as described above. Figures 1 7-22 are illustrations of screen displays displayed to the web site 
designer during the analyze web site process 408 and the configure web site process 410 
according to an alternate embodiment of the present invention. The Virtual Design Studio is 
stored in the web site analyzer 310 and enables a web site designer to: ( 1) construct presentation 
sequences from pre-existing and newly created web pages; (2) optimize the presentation 
10 sequences for different throughput environments and specify alternatives to be used;by the 

artificial intelligence module to compensate for throughput variations in real time; and (3) create 
menu structures and user navigation through the web site. The virtual design studio includes a 
site repository information screen that is illustrated in Figure 17. The site repository 
information screen allows a web site designer to view, insert, delete and edit web page 
15 information and web page sequences. For example, the site repository information screen . . . 
allows the web site designer to assemble pages into the sequences which form the basis of the 
automated web site content. The site repository information screen also enables the web site 
designer to modify and maintain the web site. 

Figure 1 8 is an illustration of a screen display of the web site presentation properties of 
20 various web site sequences developed by the web site designer. Figure 1 8 illustrates two 

alternate web sites, the first web site 1802 is defined to be accessed by clients having a high data 
transmission connection, e.g., a client having a Tl line. The second web site 1 804 is defined to 
be access by clients having a low data transmission connection, e.g., a client having a 14.4 or a 
! 28.8 kbps modem connection. 

| 25 Figure 19 is'an illustration of a web page sequence properties screen display 1 900. The 

| W eb page sequence properties screen display 1 900 identifies the optimal data connection rate for 

j a particular web site sequence. In Figure 19, the optimal user has a connection rate between 

I 1 4.4 kbps and 33.3 kbps. The web page sequence properties screen display also enables the user 

! io identify a slower alternate web page sequence and a faster alternate web page sequence that 

i 30 can be selected by the artificial intelligence unit, as described below. 

Figure 20 is an illustration of a web page property screen display according to an 
embodiment of the present invention. The web page property screen display 2000 includes 
information about various components of each web page including the size and download time 
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of each component whether the web page is static or dynamic, as defined above, and defines 
various timing features of the web page including the nominal load time, the ideal viewing time, 
the minimum viewing time and the maximum viewing time. In addition the page propenv 
enables the user to select various options including the display of control buttons, e.g.. the 
5 forward and pause button, and enables the user to identify web pages that can be skipped if the 
actual data throughput is slower than the anticipated data throughput, as determined by the 
artificial intelligence unit, described below. 

Figure 21 is an illustration' of a sequence optimizer screen display according to an 
alternate embodiment of the present invention. The sequence optimizer screen display allows ? 

1 0 the user to optimize the arrangement of web pages within a web site and to optimize the length 
of time each web page is displayed. The sequence optimizer screen display is an easy-to-use 
graphical interface that displays the ideail and estimated viewing times for each page. The 
sequence optimizer is part of the web site configuration module 3 1 2 illustrated in Figure 3. The 
sequence optimizer of the present invention calls a web page display simulator that is also pan 

15 of the web site configuration module 312 which provides feedback to the web site designer 
regarding the preservation of the sequence of web pages to the user under different network 
throughput conditions. The present invention determines the ideal and estimated viewing times 
based upon the amount of text in the web page, the level of detail in visual objects, and the 
length of video objects, for example. The user can modify the viewing time for each page. 

20 Using this ideal viewing time and the estimated page loading time under various 

network throughput conditions, the Sequence Optimizer graphically displays for each page the 
amount of credit time, i.e.: the time differential between the viewing time and the time at which 
the page has been preloaded, or the amount of debit time, the time differential between the time 
at which the page will be preloaded and the viewing time. The user can adjust the parameters 

25 lor each page andsee'this credit/debit value change for each page. The parameters that can be 
set for each page include: the ideal view time, which is the amount of time the designer wants 
page to display, and the optional view flag, which indicates whether a page can be skipped over 
if the system is too busy, for example. 

In addition the Virtual Design Studio unit automatically computes for each page the 

30 estimated minimum view time, which is the minimum time estimate that the page must be 
displayed before the next page is ready for display, and the normal load time, which is an 
estimate of the amount of time it will take to download a page in the throughput environment 
that the designer has set for this sequence. 
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The site layout-studio unit is part of the web site configuration module 3 12 and enables 
ihe web site designer to create menus and define the web page sequence of the web site. The 
site layout studio unit displays a site menu page display and a menu item that displays the name 
of the site. When a user selects the menu item, one of at least two things happen: (1) a sequence 
5 of pages will play, or (2) another menu will appear, each of which can contain up to ten menu 
items. Using this model, sequences and menus can be nested infinitely. Figure 22 is an 
illustration of the site layout screen display that is displayed to the web site designer according 
to an alternate embodiment of the present invention. The site layout screen display 2200 
includes a menu portion 2202, a menu layout portion 2204, and a control portion 2206. The 
10 menu portion 2202 includes the tree of menus and menu items within a site and the links there 
between. Selecting an object expands it and shows the menus and items linked hierarchically 
below it. The menu layout portion 2204 displays the screen layout of the menu items on each 
menu. Selecting a menu in the upper screen causes that menu to be displayed in the menu 
layout portion 2204. The user has the option of changing the menu style, by selecting the menu 
1 5 style button 2208 in the control portion 2206 in terms of the types of standard menu styles 
supported by the present invention, e.g., by modifying the displayed graphics and colors. 

The virtual design studio unit includes a relational database that resides on the same 
computer the Virtual Design Studio is on. which can be the web site designer's computer. This 
database contains all the information regarding the automated web site except for the pages 
20 themselves, which are stored in files on the web server. A conventional HTML Generator 

module of the Virtual Design Studio creates an encoding of the database contents into a format 
that can be easily read by the client-side software on the user's computer. When the web site 
designer has completed defining the menus, pages, and sequences for the automated web site, 
the web site designer runs the HTML generator to create a file which is placed on the web server 
25 computer. These generated files contain the HTML code which the client-side processor and Al 
processing module uses to perform. 

- The web page preload module 1 106 is described above with reference to Figures 11-13. 
In an alternate embodiment the web page preload module includes an artificial intelligence (Al) 
module that performs the functions described below. The artificial intelligence module supports 
30 the selection of different page versions and additional real-time decisions on page preloading. 

In other embodiments the artificial intelligence module can be stored on the server instead of the 
client computer. 
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After a user connects to the server having the web site, the AI module is downloaded tc 
the client computer and collects information about the client computer environment including: 
the operating system, processor capacity. Java support capabilities, types of video and audio 
formats that are supported, and the current throughput rate of the Internet connection. Using 
this information the AI module makes decisions regarding which version of Java to use and 
which version of the page sequence to use. Since network conditions can change. during the 
session, the AI module continually monitors the network conditions. e:g., the rate of data .-• 
throughput, and can modify the web page sequence by skipping a web page, for example; in \ 
order to reduce the waiting time for the user. The AI module periodically assesses the state of 
the session, and makes decisions accordingly. The functions performed by, the AI module 
includes: (1) preloading pages; (2) canceling the preloading process; (3) modifying the rate of 
play of the current sequence; (4) inserting an additional page, e.g., a message, into the sequence: 
(5) skipping a page in a sequence being presented: (6) replaying one of the components; e.g.. 
sound or video; and (7) switching to presenting another sequence of pages with a different ideal 
throughput requirement. A more detailed description of the AI module operation is described 
below. 

In the alternate embodiment the AI module is downloaded to the client computer. 
Specifically, when the user contacts the web site, a client module is downloaded on the first 
page and the HTML code output by the HTML generator module of the virtual design studio, 
described above is also downloaded. This HTML code is used by the client code module and 
the Al module, and contains the complete description of the web site in terms of the menus, 
menu items, sequences, and pages found in each sequence. The client module performs three 
major functions: (1) probing the client machine to determine the client environment- and the 
throughput rate, and uploading the HTML code; (2) displaying menus and pages; and (3) 
processing user toolbar input. 

The client module implements the site template as designed by the web designer. The 
first menu page is displayed, and the user can choose one of the available options. When the 
user selects an option, the sequence of web pages associated with that option is displayed in 
sequence on a display device, e.g., a computer monitor, coupled to the client computer. Each 
web page can be displayed for a certain period of time, and the client module is responsible for 
switching pages after the view time has expired. 

As stated above, some web pages may have an active toolbar. For example, some pages 
with a great deal of text may require that the user indicate when the user has finished reading the 
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text. It is possible to have a single view time that would work for all users, however fast readers 
may become frustrated if the view time is too long since the view time would need 10 be long 
enough to accommodate slower readers. 

The client-server interaction and processing on the Internet World Wide Web is 
complex, and is greatly affected by factors such as network traffic, the number of clients 
accessing a particular site: the amount of content the client requested, the computer hardware 
speed, and the software efficiency. While some of these factors (e.g. modem speed) stay the 
same during an Internet session, other ones, such as network traffic v varies constantly. 

To deliver an uninterrupted or nearly uninterrupted presentation to the user, the Al _ 
module frequently monitors the network, the server, and the client environment during a 
session, and makes complex decisions regarding how to proceed with the presentation. The AI , 
module accounts for processes happening both on the server and on the client computer. The Al 
module synchronizes these processes while gathering information and while making decisions. 
The AI module constantly performs "what-if ' scenarios, examining different options for 
5 preventing interruptions to the pages appearing on the user s display screen. 

The AI module relies on the sequences being constructed in an optimal manner for 
nominal throughput for a particular environment. For example, if the nominal throughput tor 
the sequence is 20 kbps. the AI module presumes that the sequence was constructed to flow 
smoothly as long as the connection uniformly maintains this throughput. However, the present 
20 invention is designed to work under various network conditions, under different server 

responsiveness, and with a variety of client computer environments, e.g.. low-end personal 
computers with basic web browsers or high-end workstations supporting more powerful web 
browsers. 

As described above, at the beginning of the client session, the AI module determines the 
25 client's environmenf and the current state of the Internet connection. Some of the parameters 
which will affect the decisions of the AI module are: ( 1 ) the processing and Input/Output (I/O) 
speed of the server machine; (2) the throughput capabilities of the Web Server software: (3) the 
operating system on the client machine; (4) the client computer's support of Java applets: (5) the 
client computers support of JavaScript; (6) the client computer's support of Client Pull 
30 technology: (7) the types of video and audio formats that can be played by the browser or plug- 
in components of the client computer; (8) the maximum number of simultaneous connections to 
the Server that the client permits; (9) the browser cache size of the client computer: (10) the 
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number of users currently communicating with the Web Server and (11) the current throughput 
i aic o! the Internet connection. 

In one embodiment of the present invention, the Al module determines the following: 
parameters at the beginning of a session and monitors the following parameters throughout the . 
5 session: 1 1 ) the number of users currently communicating with the Web Server; (2) the current 
throughput rate of the Internet connection; and (3) the volatility of the network throughput rate. 

At the beginning of each presentation, the AI module, based on the parameters of the 
session 1 1 ) selects the versions of the requested presentation that are supported by the client 
en\ ironmcnt. e.g.. Java, JavaScript, CliehtPull, or Generic; and (2) selects the starting version of 
10 me presentation. As described above, since network conditions may change during the - 
presentation, the present invention can utilize all of the selected versions by, for example, 
switching between web page sequence versions in response to a variations in network 
conditions In addition, the present invention sets the following parameters: (1) the maximum 
number of simultaneous connections the present invention utilizes; (2) the rate of change of the 
15 speed ol the presentation sequence in response to change in network conditions; arid (3) the 

types ot filler pages, tiller applications and special effects to be used during the presentation. In 
addition, as the session progresses, the AI module preloads new pages, graphics, sound, video 
and other presentation components. The AI module uses the information obtained during its 
network monitoring operation to determine whether the original sequence still can be played 
20 without interruptions. The AI module also monitors the progress of each component being 

preloaded from the Web Server, in order to make decisions about when to cancel preloading, of 
initiate new component preloading, as described above. 

Appendix A includes a psuedo-code representation used to implement the AI module 
and is incorporated by reference herein. 
25 The following is an example of the operation of the AI module. After the client connects 

to a server, the present invention determines, for example, that the client computer utilizes the 
Windows l >5 Operating System, supports Java applets, supports running QuickTime videos, 
permits a maximum of two simultaneous connections to the server, and has a browser cache size 
of 10 megabytes. The Al module determines that versions of the top-level presentation can 
30 utilize Java applets and QuickTime video technology. 

A probe page is downloaded to the client compiuter. and the present invention determines 
that the number of users currently communicating with the web server is at about half of 
Server s capacity and the current throughput rate of this Internet connection is 1000 kbps. 
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The present invention then selects the starting version of the presentation that 
corresponds to network throughput rate of 1000 kbps, and preloads the first page of the web site. 
The AI module determines that there are two components currently being downloaded, one from 
the next page, and one from the following page. 
5 The presentation begins, and the present invention starts presenting selected sequence of 

pages, while continuing to monitor the presentation and network conditions. 

During the presentation, and as a result of the network monitoring performed by the AI 
module, the present invention detects a drop in network connection's throughput, for example 
down to 100 kbps. 

10 The AI module of the present invention sets up a virtual scenario of canceling the 

process of preloading the second component because even though the first component would 
download sooner, the timing for the next page would still be late. 

The AI module determines that current page has an animated GIF component that can be 
replayed at the end of the page and adds this replay to the scenario being considered. However. 
1 5 invoking a what-if analysis still results in unacceptable timing. Therefore, the expert system 
consults a presentation script, and determines that at this point a "Skip page", or "Special 
Effect*' actions are not available and. accordingly, rejects this scenario. 

The expert system then runs through some other viable "what-if scenarios, and rejects 
all of them except the one requiring switching to the sequence corresponding to a 56 kbps 
20 throughput. 

The AI module then instructs the Vayu Web client module 1 104 to modify the selected 
sequence of pages. The AI module then continues monitoring the presentation and network 
conditions. 

Later in the presentation, the AI module detects an increase in network connection s 
25 throughput up to 900 kbps. The expert system sets up a virtual scenario of switching to the 

sequence corresponding to 1000 kbps throughput, and runs a what-if analysis on that scenario, 
whose result is acceptable. The AI module then switches back to the sequence of pages 
corresponding to 1000 kbps throughput, and continues with the presentation. 

While the present invention has been particularly shown and described with reference to 
30 Li preferred embodiment, it will be understood by persons skilled in the relevant art that various 
changes in form and details can be made therein without departing from the spirit and scope of 
the invention. 
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Appendix A 

The following, is Java -based pseudo-code for the AI module 
for an embodiment of the. present invention. . 

Class Definitions 

class PrSite * 



//describes the sice (e.g. "General Goods'")"" ; : ** * 
//for which presentations are built ' 
string name ; 

PrSiteViewVec & siteViewVec; //presentation projects 

15 }.• " ■ ' •••• • : •■ 

class PrSiteView . 

20 //hierarchical tree of presentations accessible to user logging- in 

string name; 
PrSite t site; 

PrPage & rootMenuPage ; //top-level menu 

Presentation & . rootPresentation ; //top-level Dresentation 

25 >; ' ' ■ - ' 



:ypedef Veccor<Presentation> PresVec . 



30 



35 



40 



class 



Presentation 

//describes a presentation corresponding to a menu item 



string 
string 

PrSiteView & 
Presentation S 
PresVec & 
SequenceVec & 
PrPage & 
PrPageVec &. 



name ; 

type; . . 
siteView; 

parent 
childVec; 
sequenceVec; 
tailMenuPage ; 
tailPageVec ; 



//sequence, white -paper, order-form 

//parent in the pres. tree 
//first child in the pres : tree 
//list of alternate page- sequences 
//menu to display after presentation 
//list of pages tacked-on (e.g. order- 
//form) 



45 



50 



55 



60 



65 



class 

{ 



PrSequence 

//sequence of pages making up a presentation 

//a presentation may have several alternative sequences 

//for different communication speed, Java support, plug- in support 



class 
( 



string 
string 
string 

Presentation & 
PrSeqltemVec & 



name ; 

c yp e; • . . ; 

environmentType ; //e.g. for Java- supporting browsers 

presentation; //back pointer to presentation owning 
itemVec; //list of items (pages) comprising thi 



PrSequence Item 

//item of the 
PrSequence & 
PrPage & 
lona 



long 
long 
lona 



presentation sequence 
sequence ; 

page; .//page (usually HTML) 

idealViewTime ; //prescribed under normal state 
minViewTime ; 
maxViewTime ; 

loadTime; //expected load time at throughput 

//for which sequence was designed 
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mt 
int 
int 

PrPage & 
PrFxVex & 
PrSequence & 
PrSequence I tern i 
PrSequence & 
PrSeauenceltem & 



pauseAl lowed; // user pauses when this item is displayed 
forwardAl lowed; //enable "forward" button when displayed 
skipAllowed; //allow skipping this page 

preloadPage; //when displaying this item, start preloading 

//preloadPage before preloading next page 
fxVec; //list of available "special effects" 

//to be used when timing, is Late 
upSequence; //another sequence to switch to 

//when Internet conditions improve 
upltem; //item within sequence to switch to 

//when Internet conditions improve •-. 
downSequence ; //another sequence to switch to 

//when Internet conditions degrade 
down I tern; //item within sequence to switch to 

//when Internet conditions degrade 



lass PrPage 



//HTML page, cr special effect page, or applet 
strina name; 

scrino type; //HTML, VRML, Applet, FX . 

string url; //locator 

lon g size; //file size (for download monitoring) 

PrComoonentVec i componentVec ; //list of components (images, sound, video) 



.lass Pr Component 
i 

/ / image , 
string 
string 
long 
long 
string 



rideo, sound, applet and other non- text components of a page 
name ; 

mime_type; //image, sound, etc. 
size; //file size 

playTime; .//play (display) time; for timimg ; 

url; //locator 



class PrFx 



(filler to smooth out the presentation at changing conditions) 



//special effect <fi: 
string name ; 

strir3 type; //text msg, applet, animation clip 

selectionType; //random, by priority, specific 



string 
PrPageVec & 



pageVec ; 



//page containing this FX 



class Pr Environment 



//class of browser environment 
//for which sequences can be created 
string* name; 



S include " VauyWebPresSmooth . h" 



:lass PresentationManager : public Applet 



int ProbePagei) 
{ 



//spawn a separate thread to gauge throughput rate 
spawnThreadT "ThroughputTest") ; 
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//gee maximum number of simultaneous connections 
//the browser is allowed to open 

maxConnectionCnt = Browser . getMaxConnectionCnt ( ); 
//get browser's buffer size 

netBuf f erSize = Browser . getNeetBuff erSize {) ; 

' //inquire what .kinds of plugins the browser has 
Browser .get Plugins (pluginVec) ; 
for( plugin = pluginVec . firstElement ; 

plugin != NULL; l.. 

plugin » .plugin. nextElement () ) 
{ 

switch plugin. type 

{ 

case pluginStreamingVideo: 

streamVideoType ■ St reamVideoTypeVec (plugin . vendor] 
break ; 

case pluginVirtualReality : 
vrPlayer = Yes; 
break; 

} //switch ■ . * - - 

1 

// wait for completion of the throughput test thread- 
wait Fort finish, "ThroughputTest " ). ; 

//now we have all parameters needed to determine 
//which of the presentation environment to choose 
environ = determineEnvironment { ) ; 

//preload the top-level menu, and display it 
spawhThread ( n PreloadPage " , presView . rootMenuPage ) ; 
curPage = presView . rootMenuPage ; 
displayPage < curPage) ; 

, //determine which sequences will potentially be used 
//in the presentation, as well as starting sequence 
rootPresentation . startSequence = DetefmineSequences ( sequenceVec 

//preload first page of the chosen sequence 

spawnThread ( n PreloadPage " , -Fx", presView . root Presentation) ; 

//spawn controlling thread 
spawnThread ( "rootSequenceManager") ; 

//spawn a separate thread to monitor throughput rate 
spawnThread ( "PeriodicThroughputTest " ) ; 

//ProbePage ( ) 



Presentation: : SequenceManager ( ) 

curSequence = startSequence; 
curEnv = startEnv; 

//go through all items of the sequence 
seqltem = mainSequence . pageVec . firstElement ; 
while ( true) 

{ 

//reassess the state of the network (since prev. page) 
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curState ~ assessState () ; 
switch curState 

case stThroughputDidNotChangeDramatically : 
//can we preload one more component? 
if( preloadedCount >= MaxPreloadedCount) 

[ 

break ; 

} ■ ■ " 

nextPreloadSeqltem = 

curSequence . getNext PreloadSeqltem ( ) ; 
nextPreloadComp = 

curSequence : getNext PreloadComponent () ; 
//check if this comp is already cached . 
nextPreloadComp.calcDownloadTime ( curEnv) ; 
nextDownloadOK = true; 

//for each comp being downloaded, : 

//see if starting new download will thwart timing 

for(i = 0; i < MaxPreloadedCount ; ++i) 

comp = componentBeingDownloaded [ i] ; 
if ( comp. status ! =: st InProgress ) 
cont inue ; 

comp . calcTimeToStart I) ; . - : 
comp . calcRemaihingTimeToDownload ( ) ; 

if ( comp. timeToS tart < . - 

comp . remainTimeDL +.. . 
nextPreloadComp . totTimeDL) 

' //timing = Late; it is noc OK to download 

nextDownloadOK = false; 
break ; 

} 

} " 
if ( ! nextDownloadOK) 

break; //switch 
//OK to download this component; do it 
spawnThread { nextPreloadComp . preload) ; 
break; //switch 

case stUrlNot Found: //file not found 

//can we skip this page? 
if ( nextPreloadSeqltem. skipAllowed) 
//yes: skip it 

nextPreloadSeqltem. setSkip () ; 

else 

//no: try to switch sequences 
nextPreloadSeqltem. set JumpSequence () ; 

case stThroughput Increased: 

//keep count of how steady is the increase 
Throughput IncreasedCount++ ; 
ThroughputDecreasedCount = 0 ,- 

nextSequence. next Item = curSequencel tern. upSeql tern () ; 
//can we afford (timing-wise) to go up the sequence 
nextSequence . next I tern . calcTiming ( ) ; 
if (nextSequence -nextl tern. timingOK) 
//yes: switch 

setNext Item (nextSequence .next I tern) ; 

else 

//no: act as if no change 
setStatus (stNormal) ; 
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break; 

case stThroughput Decreased: 

//keep count of. how steady is the decrease 
Throughput Deer easedCount«-+ ; 
Throughput IncreasedCount = 0; , 

calcCurTiming ( ) ; 

if (curSequenceltem. timingOK) 

-//we are still OK for:.this and next page 
break 

//try different ways to handle oncoming delay 
// (returns, success if. we can. handle it) . 
if ( (status m handle Late Timing ()) «. Success), 
break; 

//cannot handle delay with any other method 
//try to switch to lower sequence - 
curSequence = curltem. lowSequence ; 
nextltem = curltem.getLowSeqltem ( ) ; 

break; •" 1 . 

case stThroughput Low: 

//keep count of how steady is the decrease 

ThroughputDecreasedCount++ ; 

Throughput IncreasedCount = 0; 

calcCurTiming () ; , ' • • 

if (curSequenceltem. timingOK) 

//we are still OK for this and next page 
break ; 

else 

{ 

setStatus (stThroughputDecreased) ; 

continue; //next iteration picks it up and handles 

} 

, \ ■•■'*.- 
) //switch 
} //while 
} //manager () 

int handleLateTiming ( ) - 

{ •••• • • :.- ■■ , ■ : 

. //if we currently are displaying text, 
//inclrease viewing time" by 20% 
//(whehter it helps or not) 
i f ( cuiTl tern . page - mimeType = " text " ) 

{ • . • 

increaseViewTime (curltem, percent IncreaseForText) ; 

calcCurTiming ( ) ; 

if (curSequenceltem. timingOK) 

{ 

return Success; 

} 

} 



//can we replay any components already loaded? 
if I curl tern. replayCompVec != NULL) 

( 

//rule: if comp i is replayed, 

//then i+I, i+2, ... must be replayed 

comp = cur It em. replayCompVec . last Element () ; 
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while (corap != NULL) 
*{ 

virtualAddCorap ( comp) ; 
calcCurTiming ( ) ; 
5 if (curSequenceltem. timingOK) 

{ 

cur I tern. set Replay (comp) ; 
return Success ; 
) else i 
-|Q _ //try one more replay- components 

comp = comp .PreviousElement ( ) ; 

} 

//are we preloading two pages ahead? 
15 //see if stopping that will help 

//if it does not help, do NOT stop preloading it yet! 
while (1) 

^ seqltem = getLatestltemForWhichCompBeingPrelpaded ( ) ; 

20 iff seqltem != curltem 

A USc seqltem != curl tern. nextElement ) 

' virtualStopDownload (seqltem. downloadingComponents) 

calcCurTiming () ; 
25 if (curSequenceltem. timingOK) 

.//we will be OK for this and next page 
stopDownload (seqltem. downloadingComponents) 

return Success; 

30 } 

} else 

break ; 
} //while 

35 //can we skip next page (or couple)? 

while ( curltem. nextElement . skipAl lowed) 

curl tern. nextElement .setSkipO ; 
calcCurTiming ( ) ; 
40 if (curSequenceltem. timingOK) 

//we will be OK for this and next page 
return Success; 

} 

45 } 

//try FXs available 
if ( curltem. FxVec ! = NULL) 

j * fx = curl tern. FxVec. f irstElement () ; 

! 50 while ( fx != NULL) 

: ( 

; virtualApplyFx ( fx) ; 

I . calcCurTiming () ; 

if (curSequenceltem. timingOK) 

55 { 

//we will be OK for this and next page 
return Success; 

) 

) 

: 60 } 

return Fail; 
) //handleLateTiming () 

5 ■ //class 
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CLAIMS 

What is claimed is: 

5 LA computer based method for generating a web site having a plurality of web 

pages, the computer having a storage module arid having a wide area network interface, the 
method comprising the steps of: 

designing a menu web page having one or more meriu items; ; ^ 

designing a sequence of web pages, including a first and second web page, for each of 
1 0 said menu items, said first web page only capable of Accessing one of said second web page and 
said menu web page, said second web page only capable of accessing the immediately 
subsequent web page in said sequence of web pages and said menu web page, said sequence of 
web pages; 

identifying each menu item with one of said sequence of web pages: and 
1 5 storing said menu web page and web page sequence information in the storage module. 

2. The method of claim 1, wherein said sequence of web pages is designed by a 
webmaster, said sequence of web pages enables the webmaster to control the content and 
sequence of information displayed to the client. 

20 

3. The method of claim 2, further comprising the step of: 

receiving a request signal from a destination computer via the wide area network 
interface, for requesting access to the web site; 

transmitting said menu web page and said web page sequence information to said 
25 destination computer'via the wide area network; 

displaying said menu web page to a client on a display device coupled to said destination 
computer; 

preloading additional web pages before said client selects a menu item: 

receiving a menu item selection from a client; 
30 preloading said sequence of web pages associated with said selected menu item, using a 

dynamic preload algorithm; and 

displaying said sequence of web pages to the client without permitting the client to alter 
said sequence. 

-34- 
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4. The method of claim 3. wherein said step of preloading said sequence of web 
pages includes the steps of: 

determining a data receiving rate of the destination computer; 

determining the size of two or more web pages in said sequence of web paces: 

setting a priority value for each of said two or more web pages in said sequence of web 
pages based upon said data receiving rate, said size of said web page, and the position in said 
sequence of said web page; 

preloading one of said two or more web pages into said destination computer storage 
module, based upon said priority value; and 

dynamically modifying said priority value of one or more web pages to reduce any delay 
in displaying one of said web pages to the client. 
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SYSTEM AND METHOD FOR DISPLAYING INFORMATION 
AND MONITORING COMMUNICATIONS OVER THE INTERNET 

CROSS REFERENCE TO RELATED AP PLICATION 
5 This application is a continuation-in-part of U.S. Patent Application No. 08/745.899. 

filed by Frederick Lenz on November 7. 1 996, entitled "System and Method for Displaying 
Information Over the Internet". Applicant's reference number 2608, which is incorporated by 
reference herein in its entirety. 

10 RACK GROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates generally to the field of Internet communication and more , 
specifically to a system and method for generating and displaying world wide web site 

information. 
15 2. Description of Background Art 

The volume of traffic on and the number of users using the Internet and the world wide 
web (WWW) have increased significantly since the early 1990s and such increases are expected 
to coniinue. Previously, many users of the Internet and world wide web were technically 
sophisticated. Many, if not most, of the users.in the future are expected to be technical novices. 
20 That is. many current and future users of the WWW will not understand "hyperlinks" and 

"applets." Many technically unsophisticated users of the Internet and WWW are intimidated by 
ihe current techniques required to move between pages in a web site. For example, one 
conventional technique for moving between pages in a web site involves searching through the 
text of a web page for one of many hyperlinks that may be of interest to the user and then 
25 selecting one hypertext or hypergraphic that is associated with the hyperlink to proceed to the 
page addressed by the hyperlink. While many technically sophisticated users do not have 
trouble understanding this web page addressing technique, less technically sophisticated users 
j have trouble understanding hyperlinks and this web page navigation technique. 

! Another problem with conventional web sites is that the size of the data files that need to 

i 30 be downloaded by a user is increasing significantly. For example, it is not uncommon for a web 
I site having complex images, e.g., color photographs, movie clips, or satellite images, to exceed 

several megabytes in size. A typical home user of a personal computer may have a maximum 
modem connection rate of 14.4 kilobits per second (kbps) which is approximately 1 .8 kilobytes 
per second. Using such a modem, a web page whose data size is two megabytes requires over 
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18 minutes to download by the typical home computer: and only if the server that is sending the 
data is transmitting the data at the maximum permitted rate. While the data is being 
downloaded, conventional web sites display partial information on the screen of the users 
display monitor. 

5 One growing use of the internet and WWW is the creation of web sites for advertising. 

Advertisers are drawn by the low cost of the WWW. However, a.significant drawback for 
advertisers is the slow rate of data transfer to typical home users. If an advertiser creates a web 
site where one page of the web site has a large size, e.g., two megabytes, then, as described 
above, a typical user having a 14.4 kbps modem will require over 1 8 minutes to download the 

0 single web.page. A significant number of users will .be reluctant to download such large 
advertisement web pages due to the large time commitment. 

Another significant drawback for advertisers is that conventional web sites require the 
user to search hypertext and hypergraphics in each web page in order to proceed to what the user 
thinks is of interest. Therefore, an advertiser operating a web site having several pages 

1 5 frequently has users browse the web pages in a haphazard manner. However, successful 
advertisers prefer more control of the presentation sequehce of an advertisement. 

Accordingly, what is needed is a system and method for operating a web site that: (1) 
decreases the complexity of current web sites to reduce the intimidation of less sophisticated 
users of the web site; (2) decreases the waiting time between web page displays without 

20 increasing the data transmission rate; and (3) enables a web site owner to have more control 
over the presentation of web pages to a user. 

SUMMARY OF THE INVENTION : 
The present invention is a new model for creating, transmitting, and receiving web pages 
25 from a web server. The present invention enables a user to create a new web site by either 
creating new web pages or extracting information from previously created web pages. The 
invention enables a web site master to control the entire presentation of data to the user. In one 
embodiment of the present invention, a web site can include a first web page having a main 
menu. The present invention then permits the web site master to prepare a preset sequence ot 
30 web pages that are displayed to the user for each menu item. The user of the web page selects 
one menu item from a menu display and then can passively receive information in a logical 
sequence. The control of the web page sequence can be used by advertisers, for example, to 
effectively present all information deemed helpful in attempting to convince the user to use the 
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advertised product or service. In contrast to conventional web sites, a user accessing a web site 
developed according to the present invention will have a predefined sequence of web pages 
displayed in order to maximize the benefit to the web site master, e.g., to increase the behavioral 
modifications of the client due to controlled advertising. 
5 The present invention also increases the effectiveness of web sites having multiple web 

pages by using an artificial intelligence preloading methodology to reduce the delay in 
displaying a web page on the user's computer. 

. BRIEF DESCRIPTION OF THE DRAWINGS 
1 0 Figure 1 is an illustration of a communication system in which the preferred of the 

present invention resides * 

Figure 2 is a more detailed illustration of the server of the preferred embodiment of the 

present invention. 

Figure 3 is a more detailed illustration of the server storage device of the preferred 
1 5 embodiment of the present invention. 

Figure 4 is a flow chart describing the method performed by the sewer module according 
to one embodiment of the present invention. 

Figure 5 is a flow chart describing the step of analyzing a web site according to one 
embodiment of the present invention. 
20 Figure 6 is an illustration of a computer screen display showing information extracted 

from the web pages of the web site during the analyze web site 408 process according to one 
embodiment of the present invention. 

Figure 7 is flow chart describing the step of configuring a modified web site according to 
one embodiment of the present invention. 
. 25 Figure 8 is ah illustration of a computer screen display for use in the web site 

configuration process according to one embodiment of the present invention. 

Figure 9 is an illustration of an edit transition display according to one embodiment of 

ihe present invention. 

Figure 10 is an illustration of a configuration image menu display according to one 

30 embodiment of the present invention. 

Figure 1 1 is an illustration of a client computer storage device according to one 
embodiment.of the present invention. 
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Figure 12 is a flow chart describing the method performed by the Vayu Web client., 
module according to one embodiment of the present invention. 

Figure 1 3 is a flow chart describing the method performed by the web page preload 
module according to one embodiment of the present invention. . 
5 Figure 1 4 is an illustration of a web page control panel according to one embodiment of . 

the present invention. * - . 

Figure 1 5 is an illustration of a first menu web page according to an alternate 
embodiment of the present invention. 

Figure 16 is an illustration of a second web site menu page according to an alternate 
0 embodiment of the present invention. . - : 

Figure 17 is an illustration of a site repository information according to an alternate 
embodiment of the present invention. : . . 

Figure 18 is an illustration of a screen display of the web site presentation properties of 
various web site sequences developed by the web site designer according to an alternate 
5 embodiment of the present invention. 

Figure 1 9 is ah illustration of a web page sequence properties screen display according to 
.m alternate embodiment of the present invention. 

Figure 20 is an illustration of a web page property screen display according to an 
alternate embodiment of the present invention. 
>0 Figure 21 is ah illustration of a : sequence optimizer screen display according to ah 

alternate embodiment of the present invention. 

Figure 22 is an illustration of the site layout screen display that is displayed to the web 
site designer according to an alternate embodiment of the present invention. ~ ; 

25 DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

A preferred embodiment of the present invention is now described with reference to the 
figures where like reference numbers indicate identical or functionally similar elements. Also in 
the figures, the left most digit(s) of each reference number correspond(s) to the figure in which 
the reference number is first used. 

30 Figure 1 is an illustration of a communication system in which the preferred 

embodiment of the present invention resides. The communication system includes a web server 
102. a wide area network 104. destination servers 106A. 106B. and personal computers 108A-C. 
The personal computers I08A-C are conventional personal computers, e.g.. an Apple computer 
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- or a Compaq computer. The personal computers 1 08 can be independent or part of a network, 
Tor example. The personal computers 108 can be connected directly to the WAN. using a. 
modem, for example, or can be connected to the WAN 102 via a server 106 A that uses a leased 
line, for example. The server 1 06A can operate using a conventional operating system, for 
5 example, UNIX or Windows NT. In order for a user of a computer, e.g., destination computer. 
I08A to access data representing world wide web pages (web pages) from a web server 102. the 
user of the personal computer 108 A identifies a uniform resource locator (URL) address to a 
web page in the web server 1 02 and transmits a request signal to the WAN 1 04. The WAN 1 04 
is conventional, e.g., the Internet, and can use routers to route the request signal to the web 
1 0 server 1 02. A conventional web server receives a request and transmits the requested web page 
to the destination computer 108 A. The destination computer 108A receives the web. page data 
and displays the web page. This process can repeat several times for each web page requested, 
by the user. The multiple requests per page are to obtain each multimedia object embedded in 
the page, e.g., pictures, sounds, and videos. 
1 5 The present invention is a new model for creating, transmitting, and receiving web pages 

from a web server 102. The invention includes a server module and a client module. The server 
module is stored and implemented by the web server 102. The client module is stored in the 
web server 102 and is transmitted from the web server 102 to the destination computer 108 A 
after the web server 102 receives a request from the destination computer 108 A. The client 
20 module is executed by the destination computer 108 A when displaying the web pages of the 
web site. A more detailed discussion of the server module and the client module is set forth, 
below. 

Figure 2 is a more detailed illustration of the web server 1 02 of the preferred 
embodiment of the present invention. As stated above, the web server is conventional and 
25 includes a convcfritioiTal central processing unit 202, e.g., a Pentium Pro processor that is. 
commercially available from Intel Corporation. Santa Clara. California, a conventional 
i input/output system 204, conventional random access memory 206, and a conventional storage 

I device 208 having unconventional computer application programs stored therein. The computer 

: application programs stored in the storage device 208 are described in detail below. 

I 30 Figure 3 is a more detailed illustration of the web server storage device 208 of the 

preferred embodiment of the present invention. The storage device 208 includes a server web 
site module 302. a web site project database 304 having menu information 308 and web page 
information 306. a web site analyzer 310. and a web site configuration module 312. The server 
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web site module 302 includes web site data including MIME files. MIME files can include 
MIME types that provide a technique for enabling web browsers, e.g.* Netscape Navigator, to 
automatically launch a viewing program associated with a received file, hypertext markup 
language (HTML) data, and common gateway interface (CGI) data. The web site project 
5 databases 304 includes menu information 308. and data from web pages 306 extracted from the 
web page by the web site analyzer 3 1 0. A more detailed description of the web site .pro ject . 
database is set forth below. The web site analyzer 310 analyzes each web page of the web site, 
extracts data from each w*eb page, and stores the data in the web site project database 304-. The 
web site configuration module 3 1 2 enables a user to create a menu and to create an ordered 
1 0 sequence of web pages that can be presented to a user (client) when a menu item is selected. 

Figure 4 is a flow chart describing the method performed by the server module 102 
according to one embodiment of the present invention. If the desired web pages of a web, site do 
not yet exist 402 then the web pages are created 404 using conventional web^page creation 
techniques. A web site creation description is provided in Chandler, Running a Perfect Web 
1 5 Site . Que Corporation (1 995) that is incorporated by reference herein in its entirety. If the web. 
pages that will be part of the web site exist 402 then the server 102 defines 406 a new site ... . 
project analyzes 408 the web pages of the web site, configures 410 the new web site, and saves 
412 the web site. A more detailed description of steps 406/408, 410, and 412 is set forth below: 
Alternatively, web pages for the web site can be developed concurrently using the present 
20 invention. . • : 

As stated above, the web server 102 defines 406 a new site project. In one embodiment 
a new site project is a data structure that is stored in the server storage module 208. When fully 
defined, the new site project includes or references all of the information about a web site. .The 
information stored about each web site includes general information about the web site and a list 
25 of the web pages in the web site. The general information includes information such as: (a) the 
company's name where the company can be the party to which the web site information is 
directed, e.g., the company who is advertising on the web site; (b) the webmaster name. e.g.. the 
creator of the web site: (c) the webmaster electronic-mail (e-mail) address. The list of web 
pages includes information about each web page, such as:( 1 ) the URL of the web page: (2) a list 
30 of links out of the page; (3) a list of links into the page from other web pages in the web site; (4) 
the title of the web page: (5) the content type of the page, e.g., text, html, and image: (6) a list of 
pictures/videos/sounds in the page: and (7) the size of the web page. The size (in bytes) of the 
web page can be determined using any of a variety of techniques. In one embodiment, the size 
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of the web page is the sum of the number of bytes in the page's HTML, the size of all image 
<!MG>, sound <BGSOUND>, object <OBJECT>. applet <APPLET>. and script <SCR1PT> 
tas files. The information stored about each web page is determined during the steps of 
analyzins 408 the web site and configuring 410 the web site as described below. 
5 Figure 5 is a flow chart describing the step of analyzing 408 a web site by the web site 

analyzer 3 1 0 according to one embodiment of the present invention. The web site analyzer 
determines the size of the web page and determines the links into and out of the page as 
described below. The web site analyzer 3 1 0 determines 502 if more web pages need to be 
analyzed. The web site analyzer 3 1 0 selects a web page by selecting one of the hyperlinks of a 
1 0 previously analyzed web page. The web page analyzer 3 1 0 analyzes.the web page and sets a flag 
indicating that the web page has been analyzed. If the web site analyzer 3 10 determines that the 
web page has already been analyzed, then the web site analyzer sets a pointer to the memory 
location in the server storage 208 containing the information previously extracted during the 
web page analysis. 

1 5 The web page analyzer 310 extracts 504 the title of the web page. In one embodiment, 

the title of the web page is extracted by identifying the text associated with the; title tag 
(<TITLE>). The title can be displayed in order to identify the web page to the user. The web 
page analyzer 310 then extracts 506 the hyperlinks of the web page. In one embodiment, the 
hypertext links are extracted by identifying the anchor tags (<A>), the frame tags (<FRAME>). 
20 and map tags ( <M AP>) in the web page. The web page analyzer 3 1 0 extracts 5 1 0 image file 

names by, for example, identifying the file associated with the image tag (<IMG>). and the web 
page analyzer 310 determines the size of the image file by (a) reading the HTTP size header or 
(b) downloading the file. In one embodiment, the HTTP size header is read since it is typically 
taster than downloading the file. The web page analyzer 310 also extracts 512 embedded file 
: 25 names in the web page by, for example, identifying the file associated with the embedded tag 

( <EMBED>V Then the web page analyzer 3 1 0 determines the size of each embedded file by (a) 
I reading the HTTP size header or (b) downloading the file. The web page analyzer 3 1 0 also 

I extracts 5 1 2 object files in the web page by, for example, identifying the file associated with the 

| object tag (<OBJECT>). Then the web page analyzer 3 1 0 determines the size of each object file 

I 30 by (a) reading the HTTP size header or (b) downloading the file. The web page analyzer 3 1 0 
also extracts 5 1 2 sound files in the web page by. for example, identifying the file associated 
with the bgsound tag (<BGSOUND>). Then the web page analyzer 310 determines the size of 
each sound file by (a) reading the HTTP size header, or (b) downloading the file. The web page 
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analyzer 310 extracts 514 class file names by, for example, identifying the file names associated 
with a class file name tag, e.g., <APPLET> in the Java programming language commercially 
available from Sun Microsystems, Inc., Santa Clara, California. The web page analyzer then 
determines a list of links out of the web page by downloading and scanning the contents of each 
5 class file. The web page analyzer 310 also extracts 516 additional information from the web 
page. For example, the web page analyzer 310 identifies scripts, e:g., Javascripts and 
VBScripts, associated with a script tag (<SCR1PT>) ? . downloads the scripts and scans the scripts 
for links out of the web page. After extracting the above identified information^the web page 
analyzer 310 determines 5 1 8 the size of the web page by summing the number of bytes in ( 1 ) 
. 1 0 the HTML of the^web page, and (2) all of the image/embed/class/bgsourid/object/script tag files. 
Steps 504-518 are repeated for each web page. . - . 

Figure 6 is an illustration of a computer screen display showing information extracted 
from the web pages of the web site during the analyze web site process 408. described above, 
according to one embodiment of the present invention. The computer display illustrated in 
15 Figure 6 displays web page information including the web site naime 602 

M http://McJava/sampletree/moreIirik.htm"; and the status of the analysis 612, a current page 
identifier 6 1 4. the total number of pages 6 1 6, the total number of links found in all of the 
analyzed pages 618. In addition, the display includes information concerning the parsed pages 
620 and parsing details 622. The parsed pages 620 shows the list of web pages as they are being 
20 parsed. The pages are displayed in a tree structure format that shows the hierarchical nature of 

the web site. The parsing details 622 shows a detailed list of the links and files found in the page 
being currently parsed. The site name 602 is the URL of the web site being analyzed. Host 
information (not shown) can also be displayed. The hbst is the name of the host machine on 
which the web site resides. Similarly, a tree level indicator (not shown) can also be displayed. ' 
25 The tree level represents the hierarchical level of the web page in the web site. Any web page 

may exist at a number of levels (e.g., it may appear as a hyperlink in many different pages in the 
web site). The level represented here is the level closest. to the top of the tree that the page 
appears. It will be apparent to persons skilled in the art that more or less information can be 
available to the webmaster when configuring the web site. 
30 After the web site analyzer 310 analyzes 408 the web site, the web site configuration 

module 3 1 2 configures the web site. Although the web site analyzer 3 1 0 has searched and 
analyzed each web page in the web site, the web site analyzer 310 does not modify the original 
web site. The web site configuration module 312 enables the web site developer, e.g.. a 
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wcninastcr. u> construct a menu. In one embodiment of the present invention this menu is 
r. picall\ approximately 8-10 items, although it is envisioned that any number of items can be 
:\irt of the racnu l .ach item will consist of a sequence of web pages that. are displayed in a 
fixed orJe: In one embodiment of the present invention the web pages themselves are not 
5 moditicJ except for the web page having the menu: In other embodiments the web pages are 

modified to. for example, ensure that all links out of the web page are deactivated, except for the 
links defined bv the user. - Figure 7>is a flow chart describing the step of configuring a modified 
web site bv the web site configuration module 312 according to one embodiment of the present 
invention 1 he web site configuration module 312 enables the webmaster to create a menu 
1 0 structure that can be the first web page displayed in the web site. For example, Figure 8 is an 
illustration »»i a computer screen display for use in the web site configuration process according 
to one emKhJimcni of the present invention. The display includes a menu configuration portion 
S02. a current web site structure portion 804, a status portion 814. and various control buttons 
thai can be veleeied by the webmaster using a conventional mouse or other pointing device, tor 
1 5 example The control buttons in one embodiment; include a menu shuffle up button ,806. a menu 
shuffle down button 808. an add image button 810, an add transition button 812, and a status 
display 814. 

The webmaster determines 704 if any more menu selections need to be modified. If the 
webmaster decides to modify or define a menu selection, the webmaster selects a menu, and 
20 defines 7(><> a sequence of web pages that will be displayed when the menu is selected. One 
process for assigning a web page to a menu is: (a) a user highlights the menu in the menu 
configuration portion 802 using the mouse or keyboard; (b) the user then highlights the web 
page in current web site structure portion 804; and (c) the user selects the Add button 8 1 6. The 
chosen web page will be added to the menu and will be displayed in the menu configuration 
25 portion 802 of the. display. For example, a first menu is identified as "Luxury Vehicles" 820 in 
the menu configuration portion 802 of the display. The menu configuration portion 802 also 
includes information about the web pages that the webmaster has associated with the menu. For 
example, the top menu item is "Luxury Vehicles" 820 ? There are two web pages 822/824 
associated with this menu item. These two web pages will be displayed in this order, i.e.. web 
30 paue 822 and then web page 824. when the user ultimately views this web site with their client 
PC and browser. 

The shuffle up button 806 and the shuffle down button 808 enable a user to modify the 
web site structure by moving a web page up or down in the displayed menu configuration 
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portion 802 of the display. These buttons simplify the web site editing procedure for the web 
master. For example, a web page can be selected by the webmaster and associated with one of 
ihe menu items. The webmaster can then move, add, delete, or copy web pages in order to 
develop a suitable web site presentation sequence. The webmaster can also introduce transitions 
5 ihat can control the transition between web pages by selecting the "Add Transition" button 812. 
For example, a transition may be a timer of 10 seconds, or a keyclick from the user. In one 
embodiment the webmaster ensures that the user will view the web pages associated with each 
menu (if any) only in the predefined sequence by automatically showing the next page in 
response the transition event. For example, if a timer of 10 seconds has been selected by the web 
1 0 master then after 1 0 seconds has elapsed the next page will automatically be displayed. The user 
does not need to perform any action. In alternate embodiments, a limited number of page links 
are included that enable the user to advance to the next page, return to the previous page, or 
return to the main menu, for example. 

As noted above, conventional web sites are created such that a client who accesses the 
1 5 web site can view the various pages in the web site in almost any sequence. One potentially 

significant use of the Internet and the WWW is in advertising. In one embodiment, the present 
invention can be utilized to create a web site having advertisement as a significant purpose of 
the web site. For example, an automobile company, e.g.. General Motors, can develop a web 
site that advertises its currently available cars and trucks. One important aspect of advertising is 
20 the process of creating a need that can be satisfied by the advertiser. In order to efficiently and 
successfully accomplish this, it is helpful if the advertiser is able to control the sequence of 
information presented to the user. For example, if a car manufacturer developed a web site, they 
may not want the client to immediately jump to the web page having the cost of the vehicles. 
Instead, the advertiser could be more successful and effective if a description of the features and 
25 benefits of one or more car models were First shown to the user in order to familiarize the client 
with the cars and to therefore help persuade the client that the cars offered by the manufacturer 
will satisfy the needs of the client. After providing the information to the user, the web page 
having pricing information can be presented to the user. It will be apparent to persons skilled in 
i he art that the above example is merely one example of how the current invention could be used 
30 and that many alternatives exist for developing and strategically planning the web page 

presentation sequence in a web site. The present invention provides the necessary tools to 
enable a webmaster to quickly, efficiently, and effectively generate a web site that gives control 
of the web site presentation to the web site owner instead of the client. 
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The page link can be displayed as a "Next Page" button or the webmaster can select to 
have one or more of the web pages transition automatically. Figure 9 is an illustration of an edit 
transition display 902 according to one embodiment of the present invention. In the example 
illustrated in Figure 9 the user has the ability to define the event that will trigger a web page 
5 transition for any particular web page. e.g.. the "Leasing Information" web page as displayed in 
the menu item display area 904. The available types of transitions are displayed in the available 
transition portion 906 of the display. The webmaster selects one of the available transition types 
and activates the Add button 912, and the selection is displayed in the current transition portion 
908 of the display. If the webmaster selects the timer option, the webmaster can set the delay 
10 between pages by entering the delay in the delay definition portion 9 1 0 of the display . To 

remove a selection from the Current Transition 908 display the web master uses the Remove, 
button 914. 

The webmaster also has the opportunity to provide 708 additional information 
concerning the web site and the individual web pages. For example, some of the information 
1 5 stored in the new site project data structure is defined by the webmaster, e.g;. information 

concerning the company name, webmaster name, webmaster e-mail, and the URL of the main 
menu page or one or more web pages in the web site, for example. The webmaster has the 
opportunity to provide this information before or after the defining 706 the web page display 
sequence for the web site. 
20 Figure 1 0 is an illustration of a configuration image menu dialog box display 1 002 

according to one embodiment of the present invention. The dialog box 1002 enables the user to 
generate a menu display by selecting a menu, e.g., Menu_4, and defining the active regions in 
the display portion 1006 for the selected menu. In Figure 10, the active region for Menu_4 

j ( "New for '97") is defined in the active region definition dialog box 1008. In some embodiments 

i 

! 25 of the present invention the webmaster does not create an initial menu page, instead only one 

web page sequence is defined and when the client selects the first page the sequence of the 
I remaining web pages of the web site are displayed to the client in the predefined sequence, 

i After the webmaster defines the menus and defines the web page sequence associated 

! with each menu, the modified web site is saved 412. In one embodiment of the present 

! 30 invention, the web site is saved as a series of files that are used when web site information is 

transferred to a client accessing the web site. In one embodiment these files are used to transfer 
the information gathered by the server tool to the client. The files include a stub Java Applet 
that is inserted into the home page of the site. One example of such a file is set forth in Table 1 
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F£?T-:^SM29 ( 229, 39 IMG=menu.gif ] " > 

- TAR AM NAME= "menu 2 1 " VALUE = " [LINK URL=http:// 

www.xyzmotors.com /L1_N1 . HTM SIZE=12117 
TRAILS I T =MENU] " > 

25 < PARAM NAME="menu_2_l_l" VALUE=MLINK_OBJECT . 

URL=http:// www.xyzmotors.com /Images\I_l__l .GIF 
SIZE=1257 CONTENT= image /gif] " > ~ ~~ . . . 

< PARAM NAME="menu_2_2" VALUE =" [LINK_FILE NAME = 
30 xyzmotors _menu_2 . brw] " > 

< F ARAM NAME="menu_3" VALUE =" [MENU_ITEM NAME = ' Trucks and 
Vans' RECT=198,173,230,47 IMG=menu . gif ] " > 

35 < PARAM NAME= " menu_3_l " VALUE= " [LINK URL=http:// 

www.xyzmotors.com /L1_N1 . HTM SIZE=12117 TRANS IT=TIMER 
DELAY=10 ] "> 

< PARAM NAME= "menu_3_l_l " VALUE = " [LINK_OBJECT 
40 URL=http:// www.xyzmotors.com /Images\ I_l_l . GIF 

SIZE=1257 CONTENT=image/gif ] "> 



45 



< PARAM NAME="menu_3_2" VALUE =" [LINK_FILE NAME= 
xyzmotors _menu_3 . brw] " > . 

< PARAM NAME="menu_4 " VALUE= " [MENU_ITEM NAME= 1 Family Fare 1 
REC7= 195, 2 24, 232,4 0" IMG=menu . gif ] "> 



< PARAM NAME="menu_4_l" VALUE=" [LINK URL=http:// 
50 www.xyzmotors.com /Ll^Nl.HTM SIZE=12117 TRANSIT=TIMER 

DELAY=10]"> 

< PARAM NAME="menu_4_l_l " VALUE= " [LINKJDB JECT 
URL=http: // www.xyzmotors .com /Images\I__l_i . GIF 
55 SIZE=1257 CONTENT=image/gif ] "> 

< PARAM NAME="menu_4_2" VALUE = " [LINK_FILE NAME- 
xyzmotors _menu_4 .brw] "> 
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< PARAM NAME = " menu_5 " VALUE=" [MENU_ITEM NAME= 1 New For 
1 9 7 1 1 11 > 

< PARAM NAME="menu_5_l n VALUE =" {LINK URL=http:// 
www.xyzmocors.cbm /L1_N1 . HTM SIZE=12117 TRANSIT=TIMER 
DELAY=I0]"> 

< PARAM NAME="menu_5_l_l" VALUE=° [LINK_OBJECT 
URL=http:// www.xyzmotors.com /Images\I_l_l .'GIF 
SIZE=1257 CONTENT=image/gif ] "> 

< PARAM NAME="menu_5_2" VALUE=" ILINK_FILE NAME= 
xyzmotors _menu_5 . brw] " > 

</APPLET> 

fable 1 



20 These parameters in Table 1 contain specific information about each link on the menu 

silustratcd in the display portion 1006 of Figure 10. and the contents of the paces linked thereto. 
The menu items are passed as parameters. In the example set forth in Table 1. a naming 
convention is used to determine the order and structure of the menu. The data is structured with 
a fonnat that is similar to HTML, but uses square brackets ([ and ]) instead of angle brackets (< 
25 and •)- The first parameter (PARAM) is for the first item in the menu, named menu J . Its type 
1, MENUJTE.VJ, and the item's name is Sport Utility. The next PARAM is a page assigned to 
the menu J. and its name is menu J J . The type is LINK, its URL is 

lmp://McJava/dealers/dealers.html, the TRANSIT is TIMER, and the D£^]' is 10 seconds. The 
third PARAM is also assigned to the menul item, but it points to a file that contains the rest ol 
30 the links for menul. The file name is McJavu_menu_2.br\v. There are one of these files tor 
each menu item that has more than one link assigned to it. These files are used to limit the 
amount of information that is transmitted from the server to the client in the initial transmission. 
Since the number of.web pages that could be assigned to all of the menu items could range into 
! the hundreds and thousands, it is generally more efficient to send down a portion of menu 

i 35 information, and then retrieve more menu information as needed. The file structure design is 

i 

i extensible such that as new information is needed new name/value pairs are added. Older 

I version of the software will ignore name/value pairs they do not understand. Newer version of 

j the software will have reasonable defaults if they encounter ah older file with missing 

name/value pairs. 

40 As described above, a client utilizes a computer, e.g., a destination computer 1 08 A. to 

access the defined web site stored on the server 1 02. The personal computer used by the client 
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can be a conventional personal computer, e.g.. an IBM personal computer that is commercially 
available from IBM Corporation, Armonk, NY. The destination computer 108A includes a 
conventional CPU, conventional RAM, and a conventional storage device, that can be similar to 
the server 102 described above. Figure 1 1 is an illustration of a client computer storage device 

5 1 1 00 according to one embodiment of the present invention. The storage device 1 1 00 includes 
a conventional Internet browser 1 102. a Vayu Web client module 1 104. a web page preload 
module 1 106. menu files 1 108. and a TCP/IP Internet connection protocol module 1110. The 
conventional Internet browser provides an Internet gateway to the destination computer 108 A. 
The client uses the Internet browser 1 1 02 to request access to the web site stored in the server 

0 storage module 208. The menu files 1 108 include the files received from the server 102 in 

response to the access request. In addition, the personal computer storage module 1 100 receives 
the Vayu Web client module 1 1 04 and the web page preload module 1 1 06 from the server 1 02. 
The operation of these modules is described in greater detail below. 

In one embodiment, the Vayu Web client module has been implemented using three 

5 different techniques. These three techniques allow the client module to operate across the wide 
variety of client machines currently in use across the Internet. e;g„ IBM PC, Apple Macintosh, 
Sun Microsystems Sparcstation, and across the wide variety of WWW Browsers currently in 
use, e.g., Netscape versions 2.n and 3.n, and Microsoft Internet Explorer versions 2.n and 3.n. 
The three techniques are: (1) as a Java Applet; (2) as a Javascript script where Javascript is a 

!0 Internet language developed by Netscape Corporation; (3) as a Client-Pull mechanism using a 
<META> tag in the HTML file, that causes the browser itself to automatically load pages on a 
timed basis. The CONTENT argument contains the time in seconds. The URL contains the 
target URL. The <META> tag can be: 

<META HTTP-EQUIV=REFRESH CONTENT- T URL=target_url"> 
25 Figure 12 is a flow chart describing the method performed by the Vayu Web client 

module according to one embodiment of the present invention. As described above, the client 
requests information from the web site server 102 and the destination computer 108 A 
downloads 1202 web site server information. The web site server information initially 
downloaded includes the Vayu Web client module 1 104. the web page preload module 1 106. 
30 and the new site project data structure that is stored in the menu files 1 1 08. As described above, 
ihe new site project data includes information about the web site and includes references to web 
pages in the web site but does not include all of the web page data. The destination computer 
1 08 A implements 1204 a web page preload routine that is executed concurrently with the 
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remaining functions performed by the Vayu Web client module, as described below.. Figure 13 
is a ilow chart describing the method performed by the webpage preload module 1 106 
according to one embodiment of the present invention. The web page preload module 1 1 06 
gathers local environmental information concerning the client personal computer. This 
5 information includes the speed of the modem, the time of day, Internet service provider service 
level, browser type and version, and operating system type and version. This information is used 
bv the artificial intelligence expert system to dynamically select a preload strategy to optimize 
the performance of the presentation of web pages to the client. The web page preload module 
1 1 06 preloads 1 304 the first web page from each of the menus. 
10 While the web page preload module 1 106 is preloading the first web page associated 

with each of the menus, the Vayu Web client module 1 104 displays 1206 the menu page and 
waits for the user to select a menu. When the user selects 1208 a menu item, the Vayu Web 
client module 1 104 identifies 1210 the first web page in the predefined sequence of web pages 
associated w ith the menu item and displays 1212 the first web page. Before the user selects a 
1 5 menu item, the web page preload module 1 106 preloads the first web page associated with each 
menu item, as stated above, and then determines the web page loading sequence for subsequent 
web pages based upon a determination of the most likely menu item selection. The web page 
preload module 1 106 determines the most likely menu item selection based upon the selections 
of previous clients or. if no clients have previously accessed the web page, the webmaster may 
20 indicate which menu item to show first, or the first menu item is selected as the most likely to be 
selected. The web page preload module 1 106 preloads web pages from the sequence of web 
pages associated with the most likely menu item selection by implementing the rule based 
expert system of the present invention, described below. 

After the client selects a menu item, the Vayu Web client module 1 104 and the web page 
25 preload module 1 106*receive.the web page sequence and web page information from the new 

site data structure in the menu files 1 108. Specifically, the new site data structure includes the 
| overall size of the web page, the number of embedded objects in each web page, and the size of 

the embedded objects in each web page, as described above. In one embodiment of the present 
invention, the web page preload module 1 106 determines a priority for each web page in the 
30 web page sequence based upon the environmental parameters of the destination computer 108 A. 
described above, a queue location of the web page in the predefined sequence, the size ot the 
web page, the number of embedded objects in the web page, and the size of the embedded 
objects in the web page, for example. In addition, the web page preload module is keeping track 
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of how long it actually takes to load each page. From this information it calculates the actual c 
throughput that the current client is getting. This throughput is used by the expert system to 
make decisions about preload strategies. For example, if the throughput falls below a certain 
v alue, the preload module may stop preloading certain types of MIME Files (e.g., video, sound). 
The trigger value would be set by the web master during the menu configuration stage. 
Jescribed above. One example of a rule based expert system is set forth in Table 2. 



; Set preload strategy based upon throughput 
IF 

10 system. throughput < 6kpbs 

THEN 

preload. order = STRATEGY_7 

END IF 

15 ; Set preload strategy based upon throughput 

IF 

system . throughput < 2kpbs" 

THEN 

mime .image = NOLOAD 

20 END IF 

; Set priority based upon size of an embedded object 
IF 

objectl.size > 250000 

25 THEN 

objectl . preload_priority =5 

END IF 

; Set priority based upon size of an embedded object. 
30 IF 

objectl.size > 500000 

THEN 

objectl ,preload_priority =7 

END IF 

35 

; Set priority based upon size of an embedded object 
IF - 
o*bjectl . size > 1000000 

THEN 

40 objectl . preload_priority = 10 

ENDIF 

; Set priority based upon the number of embedded 
; objects in a page 
45 IF 

pagel . objects > 5 

THEN 

pagel . preload_priority = 3 

ENDIF 



50 



; Set priority based upon the number of embedded 

; objects in a page 

IF 
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pagel .objects > 10 - 

THEN 

pagel . preload_priority : = 8 
END IF . 

5 

; Set preload order based upon browser type a^d .time., 
of 

; day .*.-'■ 

; MSIE 3x is Microsoft's Internet Explorer Version 3.x 

10 IF 

; night time hours 

browser, type = MSIE_3x AND (env . timeof day > 20:00 
AND env. timeof day < 08:00.) 
THEN 

15 preload, order = SEQUENTIAL 

END IF 

; Set preload order based upon browser type and time 
of 

20 ; day " . 

; STRATEGY_7 is -load page 1/ then 2, then largest to 

; smallest - 

IF 

; business hours 
25 browser, type = MSIE_3x AND (env . timeof day >" 

08:00 AND env. timeof day < 20:00) 
THEN 

preload. order = STRATEGY_7 

END IF 



30 



Table 2 



After determining the preloading priority for each web page, the web page preload 
module 1 106 preloads 1308 the web pages having the highest priority. The web page preload 

35 module 1 106 monitors 1310 the preloading procedure to reduce any delay in displaying web 
page to the client. The monitoring function of the web page preload module 1 106 permits the 
preload function to be dynamic in that if a problem occurs 1 3 1 2 in the web page loading 
process, the web page preload module 1 106 sorts and reorganizes 1314 the data. Examples of 
problems include: fa) when a page is needed to be displayed and has not yet been preloaded or 

40 (b) when the preloading is sufficiently ahead of the display so that the local PC web page cache 
is full, and pages must be discarded (and reloaded). When a problem occurs the expert system is 
re-initialized with the current data (including the throughput and modified menu files without 
the web pages that have already been displayed). A modified preload strategy is then determined 
1306. 

45 The client continues navigating 1210 through web pages while the destination computer 

108 A continues displaying 1212 web pages. As described above, in one embodiment of the 

present invention, the client can passively watch the sequence of web page displays. In alternate 
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embodiments, the user has the option of selecting a next page button. Within each web page the 
client also has the option of manipulating a control panel. Figure 14 is an illustration of a . web 
page control panel 1400 according to one embodiment of the present invention. In this 
embodiment, the user has the option of returning to the beginning of the web page by selecting 
5 control panel button 1402, proceeding to the end of the web page (for example^ a video clip 
embedded in the web page may be skipped) by selecting control panel button 1404. continuing 
or beginning the execution of the web page display by selecting control panel button 1406, . 
pausing the execution of the web page by selecting control panel button 1408, decreasing the 
speed of web page execution by selecting control panel button 1410, increasing the speed of 
10 web page execution by selecting control panel button 1412, or stopping web page execution by 
selecting control panel button 1414. 

An alternate (preferred) embodiment of the present invention is described below with 
reference to Figures 15-22. This alternate embodiment includes a standard structure and 
navigation for the menus (pages containing buttons) and menu items (buttons); allowing the user 
15 a set of options at each web page. One benefit of using the standard structure is to make the 

web site easier to use by the end user and to offer the web site designer more control over what 
is displayed to the user. 

Figure 15 is an illustration of a First menu web page according to an alternate 
embodiment of the present invention. The first menu page 1 500 illustrated in Figure 15 
20 includes a single large button 1502 that includes the name of the company that is the subject of 
ihe advertising, e.g., "Vayu Web". The user can select the button 1502 to continue or the user 
can exit from the web site. In addition, the present invention enables the company to add a 
graphic display to the button or to the background to enhance the screen display. 

The first menu web page can include a tool bar 1504 haying various control buttons 
25 thereon. These'control buttons are enabled and disabled for each web page based upon the web 
site definitions defined by the webmaster. When the user selects the button 1502. a sequence of 
pages may automatically be presented after which another menu page appears containing more 
items. Alternatively, the sequence can be skipped and the next menu page can be presented 
immediately. While the user is viewing a dynamic sequence, the control functions are typically 
30 disabled. The control functions include pause, fast forward, reverse, and exit. In alternate 

embodiments these control functions are enabled during the presentation of dynamic sequences. 
While a dynamic sequence is playing the user typically watches the display until the next menu 
page is reached. 
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Fieure 16 is an illustration of a second web sitemenu page according to an alternate 
embodiment of the present invention. At the next web site menu page 1 600, the user has three 
options. ( 1 ) return to the previous menu page; (2) select one of the menu items 1 602. or (3) 
select the auto-play button 1604 to automatically cycle-through the sequences following each 
5 menu item, for example. The order of cycling through, the menu items is determined by the web 
site designer (web site master).. Some items can be excluded from this ; "autoplay !\ A menu . 
page can comprise any number of items. In this alternate embodiment the number of items is ; 
typically between 1 and 10. The web site designer can add their own graphics to the items or to 
the page background. — 
1 0 Certain web pages can-be static, i.e., they do not automatically display another web page. 

Frequently, for static web pages, the "pause" and u forvvard" buttons on the topi bar 1504 are ; ; 
enabled. In this case, the page may include a description of a product and/or ordering 
information, for example. A maximum viewing time can be specified by the web site designer 
to proceed to the next page after some amount of time has elapsed, or the web site, designer can 
1 5 permit the user to continue to the next web page by selecting a next page control button. 

In this alternate embodiment, the tool bar 1 504 is located at the top of the screen. The 
web site designer may choose not to display the tool bar 1 504 for certain screens when, for 
example, the user has no other options within these screens but to wait for the next page. The 
tool bar 1 504 can also include status indicators 1606 to show the remaining time left to view 
20 this page. This tool. bar i 504 can be used for every page displayed using the present invention. 

Another feature of the present invention is that the user is permitted to createmultiple 
versions of each web site where the present invention permits optimization of each web site tor 
different internet throughput rates. . For example, the throughput range for different types of 
Internet access devices commonly used today varies from 14.4 kbps (modem) to 56 kbps 
25 (ISDN) to 1 .5 megabits/sec (Tl). This variation exceeds a factor of 100. Furthermore, users of 
ihe present invention on Intranets, e.g., local area networks (LANs) can reach data transfer rates 
exceeding 1 0 megabits/sec. Due to transfer rate constraints at the lower throughput speeds, the 
web site designer may include several versions of a web page, or several versions of a sequence, 
where a sequence includes a series of pages which are automatically displayed, with each 
30 version being a different size to optimize the web site display for different throughput 

environments. The database can include information about the various page and sequence 
versions. The artificial intelligence module of the present invention that was described above 
with respect to the expert system and is described in greater detail below, can automatically 
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select the appropriate page version depending on the throughput environment it has determined 
for a user. The Virtual Design Studio, which is the tool that the web site designer uses to 
assemble the web pages into advertisement sequences, is designed to assist the web designer in. 
creating optimal sequences for various throughput environments. -The Virtual Design. Studio 
5 will also allow the web site designers to preview the web pages of the web site using a simulator ; 
of the present invention in order to simulate environments having various data throughput rates.. 

It will be apparent to persons skilled in the art that the use of different versions of the . 
web pages is not required to operate the present invention: However, if the web site designer is 
expecting users with different throughput environments to access the web site, it may be . . 
10 advantageous to create versions of certain \yeb pages that contain videos, sound; etc.. so users . 
with faster connections can view web pages having greater detail, while users with lower 
connections can still get the full benefits of this web site by viewing pages of a smaller size. 

The present invention permits different versions of web pages and web sites by 
providing the web site designer with the option of providing high-quality (larger) pages for 
1 5 users connected at higher throughput rates and lower-quality (smaller) pages for users connected 
at lower throughput rates. The present invention enables the web site designer to easily mix the 
smaller pages with the liarger pages when the throughput is fast. However, adding larger pages 
to a low-throughput connection requires the designer to carefully sequence the pages so a large 
page is preloaded while several smaller 5 ones are being viewed. In addition, some pages take 
20 longer to view, for example if they contain detailed textual information that takes longer to read. 
This longer viewing time can be used to preload larger files. The Virtual Design Studio of the 
present invention includes modules which assist in the intelligent sequencing of pages in this , 
manner not only to reduce the user ? s waiting time but also to improve the quality of the pages . 
that can be viewed with slower connections. 
25 Anothet factor to consider is that the actual throughput rate during an Internet 

connection session can vary greatly. For example, with a nominal connection speed of 28.8 
kbps. the actual transfer rate can easily vary between 10 kbps and 28.8 kbps. Therefore, the 
artificial intelligence (AI) module of the present invention makes real-time adjustments during a 
connection session to keep the presentation flowing and prevent waiting time for the user. One 
30 of the techniques implemented by the AI module is to leave out certain pages that the designer 
has identified as being large but with low impact or information content. Another technique is 
to dynamically switch a higher-quality presentation to a lower one when the throughput slows 
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' down, and then to switch back to the higher-quality one if the throughput picks up again. The 
artificial intelligence unit is described in greater detail below. 

Figures 6, 8. 9. and 10 are illustrations of screen displays during the analyze web site 
process 408 and the configure web site process 410 for one embodiment of the present invention 
5 as described above. Figures 17-22 are illustrations of screen displays displayed to the web site 
designer during the analyze web site process 408 and the configure web site process 410 
according to an alternate embodiment of the present invention. The Virtual Design Studio is 
stored in the web site analyzer 3 1 0 and enables a web site designer to: (J ) construct presentation 
sequences from pre-existing and newly created web pages; (2) optimize the presentation; 
1 0 sequences for different throughput environments and specify alternatives to be used by the 

artificial intelligence module to compensate for throughput variations in real time; and (3) create 
menu structures and user navigation through the web site. The virtual design studio includes a 
site repository information screen that is illustrated in Figure 1.7. The site repository 
information screen allows a web site designer to view, insert, delete and edit web page 
1 5 information and web page sequences. For example, the site repository information screen 

allows the web site designer to assemble pages into the sequences which form the basis ot the 
automated web site content. The site repository information screen also enables the web site 
designer to modify and maintain the web site. 

Figure 1 8 is an illustration of a screen display of the web site presentation properties of 
20 various web site sequences developed by the web site designer. Figure 1 8 illustrates two 

alternate web sites, the first web site 1 802 is defined to be accessed by clients having a.hieh data 
transmission connection, e.g., a client having a Tl line. The second web site 1 804 is defined to 
! be access bv clients having a low data transmission connection, e.g., a client having a 14.4 or a 

I 28.8 kbps modem connection. 

25 Figure 1*9 is Tin illustration of a web page sequence properties screen display 1 900. The 

web page sequence properties screen display 1 900 identifies the optimal data connection rate for 
! a particular web site sequence,. In Figure 19, the optimal user has a connection rate between 

i 1 4.4 kbps and 33.3 kbps. The web page sequence properties screen display also enables the user 

10 identify a slower alternate web page sequence and a faster alternate web page sequence that 
30 can be selected by the artificial intelligence unit, as described below. 

Figure 20 is an illustration of a web page property screen display according to an 
embodiment of the present invention. The web page property screen display 2000 includes 
information about various components of each web page including the size and download time 
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of each component whether the web page is static or dynamic, as defined above, and defines 
various timing features of the web page including the nominal load time, the ideal viewing time, 
ihe minimum viewing time and the maximum viewing time. In addition the page property - 
enables the user to select various options including the display of control buttons, e.g.. the 
5 forward and pause button, and enables the user to identify web pages that can be skipped if the 
actual data throughput is slower than the anticipated data throughput, as determined by the 
artificial intelligence unit, described below. 

Figure 21 is an illustration of a sequence optimizer iscreen display according to an 
alternate embodiment of the present invention. The sequence optimizer screen display allows 

1 0 (he user to optimize the arrangement of web pages within a web site and to optimize the length 
of time each web page is displayed; The sequence optimizer screen display is an easy-to-use 
graphical interface that displays the ideal and estimated viewing times for each page. The 
sequence optimizer is part of the web site configuration module 3 12 illustrated :im Figure 3. The 
sequence optimizer of the present invention calls a web page display simulator that is alsd pan 

15 of the web site configuration module 312 which provides feedback to the web siterdesigner 
regarding the presentation of the sequence of web pages to the user under different network 
throughput conditions. The present invention determines the ideal and estimated viewing times 
based upon the amount of text in the web page, the level of detail in visual objects, and the 
length of video objects, for example. The user can modify the viewing time for each page. : . 

20 Using this ideal viewing time and the estimated page loading time under various 

network throughput conditions, the Sequence Optimizer graphically displays for each page the 
amount of credit time. i.e;. the time differential between the viewing time and the time at which 
the page has been preloaded, or the amount of debit time, the time differential between the time 
at which the page will be preloaded and the viewing time. The user can adjust the parameters 

25 for each page and see this credit/debit value change for each page. The parameters that can be 
set for each page include: the ideal view time, which is the amount of time the designer wants 
page to display, and the optional view flag, which indicates whether a page can be skipped over 
if the system is too busy, for example. 

In addition the Virtual Design Studio unit automatically computes for each page the 

30 estimated minimum view time, which is the minimum time estimate that the page must be 
displayed before the next page is ready for display, and the normal load time, which is an 
estimate of the amount of time it will take to download a page in the throughput environment 
that the designer has set for this sequence. 
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i The site lavoul studio unit is part of the web site configuration module 3 1 2 and enables 

the w ch sue designer lb create menus and define the web page sequence of the web site. The 
mic lav out .studio unit displays a site menu page display and a menu item that displays the name 
..i mc Mic When a user selects the menu item, one of at least two things happen: (1) a sequence 
5 . ■! paces will play, or (2) another menu will appear, each of which can contain up to ten menu 
item.- I sim: this model, sequences and menus can be nested infinitely. Figure 22 is an 
illustration of the site layout screen display that is displayed to the web site designer according 
io an alternate embodiment of the present invention. The site layout screen display 2200 , 
include* a menu portion 2202, a menu layout portion 2204, and a control portion 2206. The 
1 0 menu portion 2202 includes the tree of menus and menu items within a site and the links there 
between Selecting an object expands it and shows the mer?us and items linked hierarchically 
below it The menu layout portion 2204 displays the screen layout of the menu items on each 
menu. Selecting a menu in the upper screen causes that menu to be displayed in the menu 
lavoul portion 2204. The usenhas the option of changing the menu style, by selecting the menu 
1 5 style button 2208 in the control portion 2206 in terms of the types of standard menu styles 
supported b> the present invention, e.g., by modifying the displayed graphics and colors. 

The v irtual design studio unit includes a relational database that resides on the same 
computer the Virtual Design Studio is on, which can be the web site designer's computer. This 
datahxse contains all the information regarding the automated web site except for the pages 
20 themselves, which are stored in files on the web server. A conventional HTML Generator 

module of the Virtual Design Studio creates an encoding of the database contents into a format 
that can be easily read by the client-side software on the user's computer. When the web site 
designer has completed defining the menus, pages, and sequences for the automated web site, 
the web site designer runs the HTML generator to create a file which is placed on the web server 
25 computer. These generated files contain the HTML code which the client-side processor and Al 
processing module uses to perform, 
i The web page preload module 1 1 06 is described above with reference to Figures 11-13. 

In an alternate embodiment the web page preload module includes an artificial intelligence (AI) 
module that performs the functions described below. The artificial intelligence module supports 
I 30 the selection of different page versions and additional real-time decisions on page preloading. 
I In other embodiments the artificial intelligence module can be stored on the server instead of the 

• clieni compuier. 
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After a user connects to the server having the web site, the AI module is downloaded to 
the client computer and collects information about the client computer environment including 
the operating system, processor capacity, Java support capabilities, types of video and audio 
formats that are supported, and the current throughput rate of the Internet connection. Using 
5 this information the AI module makes decisions regarding which version of Java to use and 
which version of the page sequence to use. Since network conditions can change during the 
session, the AI module continually monitors the network conditions, e.g.. the^rate of data 
throughput, and can modify the web page sequence by skipping a web page, for example; in 
order to reduce the waiting time for the user. The AI module periodically assesses the state of 

10 the session, and makes decisions accordingly. The functions pertormed by the AI module 

includes: (1) preloading pages; (2) canceling the preloading process; (3) modifying the rate of 
play of the current sequence; (4) inserting an additional page, e.g., a message, into the sequence: 
(5) skipping a page in a sequence being presented; (6) replaying one of the components, e.g.. 
sound or video; and (7) switching to presenting another sequence of pages with a different ideal 

1 5 throughput requirement. A more detailed description of the AI module operation is described 
below. 

In the alternate embodiment the AI module is downloaded to the client computer. 
Specifically, when the user contacts the web site, a client module is downloaded on the first 
page and the HTML code output by the HTML generator module of the virtual design studio, 
20 described above is also downloaded. This HTML code is used by the client code module and 
the AI module, and contains the complete description of the web site in terms of the menus, 
menu items, sequences, and pages found in each sequence. The client module performs three 
major functions: (1) probing the client machine to determine the client environment and the 
throughput rate, and uploading the HTML code: (2) displaying menus and pages; and (3) 
25 processing user toolbar input. 

The client module implements the site template as designed by the web designer. The 
first menu page is displayed; and the user can choose one of the available options. When the 
user selects an option, the sequence of web pages associated with that option is displayed in 
sequence on a display device, e.g., a computer monitor, coupled to the client computer. Each 
30 web page can be displayed for a certain period of time, and the client module is responsible for 
switching pages after the view time has expired. 

As stated above, some web pages may have an active toolbar. For example, some pages 
with a great deal of text may require that the user indicate when the user has finished reading the 
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lext. It is possible to have a single view time that would work for all users, however fast readers 
may become frustrated if the view time is too long since the view time would need to be . long 
enough to accommodate slower readers. 

The client-server interaction and processing on the Internet World Wide Web is 
complex, and is greatly affected by factors such as network traffic, the number of clients, 
accessing a particular site, the amount of content the client requested, the computer hardware 
speed, and the software efficiency. While some of these factors (e.g. modem speed) stay, the 
same during an Internet session, other ones, such as network traffic, varies constantly. 

To deliver an uninterrupted or nearly uninterrupted presentation to the user, the Al 
) module frequently monitors the network, the server, and the client environment during a 

session, and makes complex decisions regarding how to proceed with the presentation. TheAl 
module accounts for processes happening both on the server and on the client computer. The Al 
module synchronizes these processes while gathering information and while making decisions. 
The Al module constantly performs "what-if 1 scenarios, examining different options for 
5 preventing interruptions to the pages appearing on the users display screen. 

The Al module relies on the sequences being constructed in. an optimal manner for 
nominal throughput for a particular environment. For example, if the nominal throughput tor 
(he sequence is 20 kbps. the Al module presumes that the sequence was constructed to ftow 
smoothly as long as the connection uniformly maintains this throughput. However, the present 
0 invention is designed to work under various network conditions, under different server 

responsiveness, and with a variety of client computer environments, e.g.. low-end personal 
computers with basic web browsers or high-end workstations supporting more powerful web 
browsers. 

As described above, at the beginning of the client session, the Al module determines the 
15 client's environment and the current state of the Internet connection. Some of the parameters 
which will affect the decisions of the Al module are: (1) the processing and Input/Output (I/O) 
speed of the server machine: (2) the throughput capabilities of the Web Server software: (3) the 
operating system on the client machine; (4) the client computer's support of Java applets: (5) the 
client computer s support of JavaScript; (6) the client computer's support of Client Pull 
30 icchnology: (7) the types of video and audio formats that can be played by the browser or plug- 
in components of the client computer. (8) the maximum number of simultaneous connections to 
(he Server that the client permits; (9) the browser cache size of the client computer: (10) the 
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number of users currently communicating with the Web Server; and ( 1 1 ) the current throughput 
rate of the Internet connection. 

In one embodiment of the present invention, the AI module determines the following 
parameters at the beginning of a session and monitors the following parameters throughout the 
5 session: ( 1 ) the number of users currently communicating with the Web Server; (2) the current 
throughput rate of the Internet connection; and (3) the volatility of the network throughput rate. 

At the beginning of each presentation, the Al module, based on the parameters of the 
session: (1) selects the versions of the requested presentation that are supported by the client 
environment, e.g., Java, JavaScript, ClientPull, or Generic; and (2) selects the starting version of 
0 the presentation. As described above; since network conditions may change during the 
presentation, the present invention can utilize all of the selected versions by, for example, 
switching between web page sequence versions in response to a variations in network 
conditions. In addition, the present invention sets the following parameters: ( 1 ) the maximum 
number of simultaneous connections the present invention utilizes; (2) the rate of change of the 
5 speed of the presentation sequence in response to change in network conditions: and (3) the 

types of filler pages, filler applications and special effects to be used during the presentation. In 
addition, as the session progresses, the AI module preloads new pages, graphics, sound, video 
and other presentation components. The AI module uses the information obtained during its 
network monitoring operation to determine whether the original sequence still can be played 
^0 without interruptions. The AI module also monitors the progress of each component being 

preloaded from the Web Server, in order to make decisions about when to cancel preloading, or 
initiate new component preloading, as described above. 

Appendix A includes a psuedo-code representation used to implement the Al module 
and is incorporated by reference herein. 
25 The following is an example of the operation of the AI module. After the client connects 

to a server, the present invention determines, for example/that the client computer utilizes the 
Windows 95 Operating System, supports Java applets, supports running QuickTime videos, 
permits a maximum of two simultaneous connections to the server, and has a browser cache size 
of 10 megabytes. The Al module determines that versions of the top-level presentation can 
30 utilize Java applets and QuickTime video technology. 

A probe page is downloaded to the client computer, and the present invention determines 
that the number of users currently communicating with the web server is at about half of 
Server* s capacity and the current throughput rate of this Internet connection is 1000 kbps. 
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The present invention then selects the starting version of the presentation that 
corresponds to network throughput rate of 1000 kbps, and preloads the first page of the web site. 
The Al module determines diat there are two components currently being downloaded, one from 
the next page, and one from the following page. 
5 The presentation begins, and the present invention starts presenting selected sequence ot 

pages, while continuing to monitor the presentation and network conditions. 

During the presentation, and as a result of the network monitoring performed by the Al 
module, the present invention detects a drop in network connection's throughput, for example 
down to 1 00 kbps. 

10 .. The Al module of the present invention sets up a virtual scenario of canceling the 

process of preloading the second component because even though the first component would ; 

download sooner, the timing for the next page would still be late. / 

The Al module determines that current page has an animated GIF component that can be 

replayed at the end of the page and adds this replay to the scenario being considered. However. 
15 invoking a what-if analysis still results in unacceptable timing. Therefore, the expert system 

consults a presentation script, and determines that at this point a "Skip page", or "Special 

Effect" actions are not available and. accordingly, rejects this scenario. 

The expert system then runs through some other viable "what-if 1 scenarios, and rejects 

all of them except the one requiring switching to the sequence corresponding to a 56 kbps 
20 throughput. 

The Al module then instructs the Vayu Web client module 1 104 to modify the selected 
sequence of pages. The Al module then continues monitoring the presentation and network 
conditions. 

Later in the presentation, the Al module detects an increase in network connection's 

V- 

25 throughput up to 900 kbps. The expert system sets up a virtual scenario of switching to the 

sequence corresponding to 1000 kbps throughput, and runs a what-if analysis on that scenario, 
whose result is acceptable. The Al module then switches back to the sequence of pages 
corresponding to 1000 kbps throughput, and continues with the presentation. 

While the present invention has been particularly shown and described with reference to 

30 a preferred embodiment, it will be understood by persons skilled in the relevant art that various 
changes in form and details can be made therein without departing from the spirit and scope ol 
the invention. 
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Appendix A 

The following is Java-based pseudo-code for che AI module 
for an embodiment of the present invention. 

Class Definitions 

zlass PrSice 

//describes che sice (e.g. "General Goods") 
//for wnich presentations are built 
string name; 

PrSiteViewVec u siteVievVec; //presentation projects ■ 



class PrSiteView 
I 

//hierarchical tree of presentations accessible to user logging- in 

string name; 

PrSite 4 site; 

PrPage & rootMehuPage ; //top-level menu 

Presentation & rootPresentation; //top-level presentation 



cypedef Vector<Presentation> PresVec 



class 

( 



Presentation 

//describes a 
string 
string 

PrSiteView & 
Presentation u 
PresVec & 
Sequence Vec & 
PrPage u 
PrPageVec £ 



presentation corresponding to a menu item 
name; 

type; //sequence, white-paper, order-form 

siteView; 

parent; //parent in the. pres. tree 

childVec; //first child in the pres. tree 
sequenceVec; //list of alternate page- sequences 
tailMenuPage; //menu to display after presentation 
cailPageVec; //list of pages tacked- on (e.g. order- 
//form) 



class 
{ 



) 



PrSequence 

//sequence of pages making up a presentation 

//a presentation may have several alternative sequences 

//for* different communication speed. Java support, plug- in support 

string name ; 

string cype; 

string environment Type ; / /e .g . for Java -supporting browsers 

Presentation u presentation; //back pointer to presentation owning 

PrSeqltemVec U itemVec; //list of items (pages > comprising ch 



class PrSequence I tern 
( 

//item of the presentation sequence 
PrSequence & sequence; 



PrPage 

long 

long 

long 

long 



page; //page (usually HTML) 

idealViewTime; //prescribed under normal state 
minViewTime; 
ma x V i e wT ime ; 

loadTime; //expected load time ac throughput 

//for which sequence was designed 
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inc 
:nt 
_nc 

PrPage i 
PrFxVex i 
PrSequerice i 
PrSequenceltem & 
PrSequence £t 
PrSequenceltem & 



pauseAi lowed ; 
. fcrwardAilc 
sicipAi icweo: 
preioadPage ; 

fxVec; 

upSequence ; 

up Item; 

dpwnSequer.ee , 

down I tern ; 



user pauses when this item is displayed 
;//enaoie " forward -button wnen displayed 
. allow skipping this page' 

. /when displaying^ this item, start preioadin? 

//preioadPage before preloading next page 

//list of available -special effects" 

.'/to be used - when" r iming i s • La t e 
'/another sequence, to switch to 

7 /when Internet conditions 'improve 

//item within sequence to switch to 
♦/when Internet conditions improve 
/ /another sequence 1 to swicch^to 
//when Internet conditions* degrade 
//item within sequence co switch to 
//when Internet conditions degrade 



class PrPage 



( 



//HTML page, or special effect page, or applet 
string name; 

string type; //HTML, VRML. Applet/ FX 

string url; //locator 

Xong size; //file size (for download monitoring) 

PrComponentVec & componencVec .- //list of components: (images 



sound, video) 



: lass PrComponent 



//image , 

string 

string 

long 

long 

string 



video, sound. 



applet and other non-text components of a page 
name ; 

mime_type; //image, sound, etc. 
size; //file size 

playTime; //play (display) time; for timimg 

url; //locator 



class PrFx 



//special effect (filler to smooch out the presentation at changing conditions) 
string name : 

scri ng type; //text msg, applet, animation clip 

senng select lonType; //random, by priority, specific 

PrPageVec & pageVec; //page containing this FX 



class P r Env i r orimen t 



//class of browser environment 

//for which sequences can be created 

string name; 



* include " VauyWebPresSmooth . h" 



class PresentationHanager : public Applet 
I 

int ProbePageO 
{ 

//spawn a separate thread co gauge throughput rate 
spawnThreadt "ThroughputTest - ) ; 
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. /gee maximum numoer cf 5;^uicar.eous ccr.r.ec:isns 

'che browser ~s aliowea ;d ope'n .. 
TiaxConnecc xonCr.t. a Browser .gecMaxConnecnonCnt J) ; 

5 • 

'/get browser's buffer size 

necBuf f erSize = Browser .=etNeet3uff erSize i ) ; 

//inquire what hinds or plug ins che browser has 
10 Browser - gee Plug ins tpluginVec) ; s :- . 

fori plugin = piuginVec . f irstElement ; 
plug in : ? NULL;, 
plugm « plugin . r.excElemenc 1 ), ) 

15 switch olugin.type r 

< 

case pluginStrearaingVideo: 

screamVideoType = ScreamVideoTypeVec (plugin. vendor I 
break; 

20 case pluginVirtualRealicy : 

vrPlayer - Yes,; 
break; 
} //switch \r* -• - 



25 



45 



) . . .. 

//. wait for completion cf the enroughpue -cesc thread 
waitForl finish, "ThrougnpucTesc" ) ; 



30 //now we have all parameters needed co determine 

//which of che presentation environment to choose . .. 
environ - determine Environment () ; 

//preload the top-level menu, and display it 
35 spawnThreadC " Pre loadPage - „ prea View. rootMenuPage) ; 

curPace » prcsView. rootMenuPage ; 
dioplayPage ( cur Page ) .- 

//determine which sequences will potentially be used 
40 //in the presentation, as well as starting sequence 

rootPresentation.startSequence » De terra me Sequence s < seguenceVecl 



//preload first, page of the chosen sequence 

spawnThread< M PreloadPage" . Fx" . presView . rootPresentation) 

//spawn controlling thread 
spawnThread ( " root Se que nceManager" ) ; 



* //spawn a separate thread to monitor throughput rate 
50 spawnThreadC * PeriodicThroughputTest " > ; 

) //ProbePageO 

55 

int Presentation: : SequenceManager ( ) 

( 

60 



curSequence » startSequence ; 
curEnv = startEnv; 



//go chrough all items of the sequence 
seqltem « mamSequence . pageVec . f irstElement ; 
while ( true) 

65 //reassess the state of the network (3ince prev. page) 



-30- 



SUBSTTTUTE SHEET (RULE 26) 



urState = assessStace i ? ; 
wicch :urScate 

ase scThrougnpUwO^dNoc Change Dramatically : 
can we preload one more component? 
:£l preloadedCount >« MaxPre ioadedCounc i 
# 

breaK ; ... 

nextPreioadSeqltem « 

curSequence .gecNexcPreloadSeqltem ( ) ; 
nextPreloadComp * 

. . curSequence. getNextPreloadComponent I > ; 
//check if this . cotnp is already cached - 
next Pre! oadComp > ca 1 cDown 1 oa dT ime I cu r Env > ; 
nexcOownloadOK = true; 

//for each comp being downloaded, 

//see if -starting, new download . will thwart timing 
for ( i , L - 0 ; • i . < MaxPre loadedCount ; i 1 . 

comp » component Be ingDownloaded ( il ; 
if( comp. status •» stlnProgresa) 

continue; 
comp .calcTimeToS tart ( ) ;. .■ 
comp . calcRemaxningTimeTqDownload ( > ; 

if ( comp. cxmeToS tart <^,- 

comp w remainTimeOL ; ♦ 
nextPreloadComp. totTimeDLV 

i , 

//timing « Late; it is not OK to download 

nextDownloadOK - false;. 

break; 

. .,. ) • • •.. - 

}- ■ 

i f ( ! next Down lo&dOK) 

break; //switch 
//OK to download this component; do it 
spawnThread t nextPreloadComp .preload) ; 
break ; //switch 

case stUrlNot Found: //file not found 

//can we skip this page? 
if( nextPreioadSeqltem. skipAllowed) 
//yes: skip it 

nextPreioadSeqltem. setSkip () ; 

else 

//no: try to switch sequences 

next Pre loadSeq Item, set JumpSequence 1) ; 

case stThroughput Increased: 

//keep count of how steady is the increase 
Throughput IncreasedCount*-* ; 
ThroughputDecreasedCounc » 0 ; 

nextSequence.nextltem » curSequence It em. upSeql tern ( ) ; 
//can we afford (timing- wise ) to go up the sequence 
next Sequence . next Item . calcTiming ( ) ; 
if ( next Sequence .next I tern. timingOK) 
//yes: switch 

setNext I tern (nextSequence.nextltem) ; 

else 

//no: act as if no change 
setStatus (stNormal ) ; 
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break ; 

rase s :ThroughpucOecreased : 

//keep count of how steady is the decrease 
5 ThroughputDecreasedCountv*- ; 

Throughput IncreasedCount c 0; . . 

calcCurTiming i ) 
:f (curSequenceltem.cimmgOKi 
10 //we are stall OK for this and next page 

break ; " 

7 /try different ways; to handle oncoming delay 
//(returns success if we can handle it) . 
15 iff (status » handle La teTiming ( ) ) -» Success) 

break; •'• 

/ / cannot handl e delay with any other me t hod 
■ //try to switch to lower sequence 
20 curSequence - cur Item. lowSequence ; 

next Item • curltera.getLowSeqltera O ; 

break; 

25 case 3 t Throughput Low; 

//keep count of how steady is the decrease 
ThroughputDecreas edCount ; 
Throughput IncreasedCount = 0; 
calcCurTiming ( ) ; 
30 if ( curSequence It era. timingOK) 

//we are still OK for this and next page 
break; 

else 

35 setStatus (scThroughputOecreased) ; 

continue; //next iteration picks it up and handles 

ic 

) ; - ■ " * ' • • 

40 } //switch 

) //while 
} //manager () 

int handleLateTiming ( > " 

45 ( 

//if we currently are displaying text, 
//inclrease viewing time by 20% 
^//(whehter it helps or not) 
if (cur Item. page .mimeType - "text") 
50 < 

increaseViewTime icurltem, percent Increase ForText ) ; 

calcCurTiming () ; 

if (curSequence I tern. timingOK) 

55 return Success ; 

) 

J 

60 //can we replay any components already loaded? 

if( curltem. replayCompVec : =• NULL) 
< 

//rule: if comp i is replayed, 
//then i*i. ... must be replayed 

65 comp - curl cent. replayCompVec . laac Element ( ) ; 
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while crmp : = SUIX) 

« 

. v i rcua 1 AddComp t conp > ; 
calcCurTining ( ) ; 
5 if (curSequenceltem. cimingOK) 

curltem. setReplay icompj ; 
return Success ; 

» else 

10 //cry one more replay- components 

Previous Element I ) ; 

I 

//are we preloading two pages ahead? 
15 //see if stopping that will help 

//if it does not help, do NOT stop preloading it yet! 
while (1> : t - 

^seqltem » getLatestltemFprWhichCompBeingPreloaded ( ) ; 
20 . if( seqltem • = curltem 

. ..... £.& seqltem »• curltem. next Element) 

v i r tua IS t opDpwnl pad (seqltem. downl pad ingComponen t s ) 
calcCurTiining < > ; 
25 if CcurSequenceltem.cimingOK) 

I 

//we will be OK for this and next page 
stopDownload (seqltem. downl oadingComponehts) ; 
return Success; 

30 * " V 

) else 

break; 
) //while 

35 //can we skip next page (or couple)?. 

while ( curltem. nextElemeht . skipAl lowed) 

( • 
curl tern. nextElement . setSkip ( » ; 

calcCurTimingO ; 
40 if (curSequenceltem.timmgOK) 

I . ....... ... 

//we will be OK for this and next page 

return Success; 

) 

45 ) 

//try FXs available 

if( curltem. FxVec !. NULL) 

< 

»■ £x - curltem. FxVec. f irstElement (> ; 
50 while I fx •= NULL) 

( 

virtualApplyFxt f x) ; 

calcCurTiming ( ) ; 

if CcurSequenceltem. timingOK) 

55 { 

//we will be OK for this and next page 
return Success; 

} 

60 } 1 

return Fail; 
} //handleLateTimingl) 

\ //class 
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CLAIMS 

What is claimed is: 

1 . A computer based method for generating a web site having a plurality of web 
pages, the computer having a storage module and having a wide area network interface, the 
method comprising the steps of: 

designing a menu web page having one or more menu items: 

designing a sequence of web pages, including a first and second web page^ for each of 
said menu items, said first web page only capable of accessing one of said second web page and 
said menu web page, said second web page btily capable of accessing the immediately 
subsequent web page in said sequence of web pages ^a^'^d'MeiiiU'^b^ge. said sequence of 
web pages: 

identifying each menu item with one of said sequence bf web pages: and 

storing said menu web page and web page sequence information in the storage module. 

2. The method of claim I % wherein said sequence of web pages is designed by a 
webmaster, said sequence of web pages enables the webmaster to. control the content and 
sequence of information displayed to the client. 

3. The method of claim 2. further comprising the step of: 

receiving a request signal from a destination computer via the wide area network 
interface, for requesting access to the web site; 

transmitting said menu web page and said web page sequence information to said 
destination computer via the wide area network: 

displaying said menu web page to a client on a display device coupled to said destination 
computer 

preloading additional web pages before said client selects a menu item: 
receiving a menu item selection from a client: 

preloading said sequence of web pages associated with said selected menu item, using a 
dynamic preload algorithm: and 

displaying said sequence of web pages to the client without permitting the client to alter 
said sequence. 
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The method of claim 3. wherein said step of preloading said sequence of web 

paces includes the steps of: 

Jciermining a data receiving rate of the destination computer: 

determining the size of two or more web pages in said sequence of web pages: 

scuing a priority value for each of said two or more web pages in said sequence of web 

pages based upon said data receiving rate, said size of said web page, and the position in said 

sequence of said web page; V 

preloading one of said two or more web pages into said destination computer storage 

module, based upon said priority value: and 

dynamically modifying said priority value of one or more web pages to reduce any delay 

in displaying one of said web pages to the client. 



-35- 



SUBSTITUTE SHEET (RULE 26) 



WO98/204S4 



PCT/US97/19719 




PERSONAL 
COMPUTER 



108C 



SERVER 



106B 



FIG. 1 




FIG. 2 



SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US97/19719 



302 



SERVER WEB SITE 
MODULE 



WEB SITE PROJECT 
DATABASE 



MENU 
INFORMATION 



WEB PAGE 
INFORMATION 



2/17 



304 



308 



306 



310 



2L 



WEB SITE 
ANALYZER 



312 



1 



. WEB SITE 
CONFIGURATION 
MODULE 



FIG 3 



( BEGIN ) 



404 




DEFINE NEW SITE 
PROJECT 



J. 



ANALYZE WEB SITE 



CONFIGURE WEB 
SITE 



SAVE MODIFIED 
WEB SITE 



406 

408 
-410 

-412 

FIG. 4 



SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 PCT/US97/19719 



3/17 



Q BEGIN ) 



502 



( CONTINUE y - 




EXTRACT TITLE OF 
WEB PAGE 



J. 



504 



EXTRACT 
HYPERLINKS OF 
WEB PAGE 



T. 



506 



EXTRACT IMAGE 
FILE NAME OF WEB 

PAGE AND 
DETERMINE SIZE OF] 
IMAGE FILE 



510 



518 



DETERMINE SIZE 
OF WEB PAGE 



J. 



EXTRACT EMBED 
FILE NAME OF WEB 

PAGE AND 
DETERMINE SIZE 0F\ 
EMBED FILE 



T 



512 



EXTRACT CLASS 
FILE NAME OF WEB 
PAGE AND 
DETERMINE LINKS 



T. 



514 



EXTRACT 
ADDITIONAL 
INFORMATION FROM 
WEB PAGE 



516 



FIG. 5 



SUBSTITUTE SHEET (RULE 26) 




SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US97/19719 



5/17 



CREATE NEW MENU 
STRUCTURE 



702 




REQUEST 
ADDITIONAL 
INFORMATION FROM 
USER 



( CONTINUE J 



410 



FIG. 7 



1102 



1104 



1106 



INTERNET 
BROWSER 



VAYU WEB CLIENT 
MODULE 



WEB PAGE 
PRELOAD MODULE 



MENU FILES 



TCP/IP INTERNET 
CONNECTION 
PROTOCOL MODULE 



FIG. 11 



1108 



1110 



SUBSTITUTE SHEET (RULE 25) 



WO 98/20434 



PCT/US97/19719 




SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US97/1971? 




SUBSTITUTE SHEET (RULE 26) 




SUBSTITUTE SHEET (RULE 26) 



PCT/US97/19719 



9/1 7 



REQUEST/RECEIVE 

DATA FROM 
WEBSITE SERVER 

1 

CONCURRENTLY 
EXECUTE PRELOAD 
ROUTINE 



DISPL AY MENU 

SELECT MENU ITEM 
(IF ANY) 



1202 



1204 



1206 



1208 




FIG. 12 



SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US97/19719 



10/17 



GATHER LOCAL 
ENVIRONMENTAL 
INFORMA TION 

— 1 



PRELOAD FIRST 
PAGE 



DETERMINE 
OPTIMAL PRELOAD 
STRATEGY USING 

RULE BASED 
EXPERT SYSTEM 



I 



PRELOAD PAGES 



MONITOR 
PRELOADING 



1302 



1304 



1306 
1308 



1310 




SORT AND 
ORGANIZE 
CURRENT DATA 

1 



1314 



FIG. 13 



SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US97/I9719 



11/17 



\< 


>l 


t> 


II 

V k 


<l 

' 1 


10 


□ 



1400 



1402 1404 1406 1408 1410 1412 1414 

FIG. 14 



(33%j 



DOO O O O Welcome To Voyu Web 1 
Pause 



Vayu Web 

Press Here to Start 



1502 




FIG. 15 



1500 



1504 



1606 ^1604 



(66% ' > =0 OG 



OOOO Welcome To Vayu Web 



,Ploy 





Client/Server 
Connection, Ltd 


Voyu Web, Inc. 


Zuzen . ~~ ^ 
Music, Inc. 














Vantage 
Point, Inc. 


Perfect 
Math 


TrodeWore 
Corporation 


- MSR 
International 














LAM 
Design 


1 Ching 


Surfing 
The 
Himalayas 





FIG. 16 

SUB STITUTE SHEET (RULE 26) 



1504 



1602 



1600 



WO 98/20434 



PCT/US97/19719 



72/77 




SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US 97/ 19719 



13/17 



CO 

CD 
Q_ 
O 



o 
o 

CU 
CO 



a> 













ok 




O 

a 
o 










O 






S 








<>• 



■ ZD 
O 



CD 

E 
o 




52 



SUBS TITU T E SHEET (RULE 26) 



WO 98/20434 



PCT/US97/19719 



14/17 



Vayu Web Sequence Properties 



Name 




1 ybyu Web (internet) 




^tdrqet End User Data Communications Environment 




II Low Capacity (14.4 to 33.3 Kbps) 




Slower Alternative Sequence: 






» ■ . 


>! 


I 


Faster Alternative Sequence: 






ii 


V 







^ OK ; || 



i.Cancel 



? Help 



1900 



FIG. 19 



SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US97/19719 



75/77 



to 

*tr 

<D 
O 



CO 

cn 
o 
Q_ 

CD 



o 





CD 




-f2- 














O 




a> 














an 


















o 



































CO 

• £' 
o 

co 



o 

> 



o 

*E 
. o 
cz 
•>> 



a> 



cn 
a> 

o 



or 



CD 

E 





LO 








CM 







<t> 

e 



II 

=5 



co ^. 

O 1 

a> _ 
co ^ 
o 

.E o ^ 
— o c E 

? e - i -i 

E o a> o 
h= z 12 :s ^ 
I ; 



cz 

.2 cz 

"3 -2 

CD -3 
CD 



O 

o 



CD 

co 



O 



cn 
cz 
o 

U— » 
Ql 

o 



o o 
co CO 

□ B 



cn 



E 
a> 

"cn 
>^ 
cn 



<L> 

cn 
o 

Q_ 

Ql 

CO 

□ 



cz 
a> 
cz 
o 
d 

E 
o 





























. y ... \ 


CD 














E 














J— 










CO 






cn 


CO 


. CO. 


CO.. 


TZ> 




-o 


-O 




-o 




cz 




o 


• cz 


cz:." 


- cr 


cz 


o 




o 


o 


o 


o 


o 


c_> 






o 


o 


o 


o 


CD 




cz 


CD 


CD 


CD 


CD 


CO 




-3B- 


cn 


CO 


CO 


CO 






o 
















r>. 


csj 


CM 


CSJ 








CD 








CD 








CD 


CD 


CD 






CD 














Ni 


uO 












CO 




csl 


CSJ 


OJ 


CNI 




CD 














Q: 


u_ 


u_ 


Li_ 


u_ 


1 








e> 


CD 










o 




























o 




























_Q 














CD 








CD 




a> 








co 
o 


E 




E 


Z3 


CD 

"2 




o 
o 




O 








o 










o 


CD 


CD 


CD 






> 


CD 











o 

cm 

tri 
EC 



SUB STITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US97/19719 



16/17 



o 



eel 




ize 




elp |j 


— 

an 




E 




zn 














o 







CD 

E 



E 

.o 



o 
Q 



to 



o 
o 

o 

CJ> 



a> 
o 
cr 

Q> 
Z> 

cr 

CD 

in 



•Z3 

o 




□□0° 
□00° 



X 

a> 



o 
I — 
o 



CO 
CD 

o 
Q_ 



o 
o 
CO 

V 
V 



CM 



SUBSTITUTE SHEET (RULE 26) 



WO 98/20434 



PCT/US97/19719 



17/17 



o 



CD 

to 



o 

CO 

c 




CO 



CO 

^' 

CD 

*> 

<D 









CO 




Ql 


o 




CD 


O 






□ 







o 

o 
I 

c/5 



CD 
CD 

LO 

_o 

CD 



CD 13 

II 

o 

CO c 

o 

*c 

CD 
CO 
CD 



CD 



JO 
CD 



CD 



o 
o 

CD 
CO 
CD 



CD 

o 



8" CD 

-t- -o 

Q_ — h- 



O 

"5 



o 
~5 



o 



CD CD CD 
CO CO CO 
CD CD CD 



Q_ Q_ Q_ 



2 eg eg eg eg Cg eg 

CO ii i i i I 

. . i i • i - i i 

r~\ _ j 1 1 1 1 — —i 



QJ 



CD 



CD 
O 

CD 

o 







..... CD 


. cz 




.£2 


CD 




CO 


ec 






■ ■ cz 


cz 


CD 


o 






o 



C7> 
CD 



3 
O 



3 
CZ 
CD 



CD 



CD 
CD 
LO 



CD 
Q_ 



SUBSTITUTE SHEET (RULE 26) 



INTERNATIONAL SEARCH REPORT 



Irtfi tonal Application No 

PCT/US 97/19719 



A. CLASSIFICATION OF SUBJECT MATTER 

IPC 6 G06F17/30 



According to International Patent Classification (IPC) or to both national classification and IPC 



B. FIELDS SEARCHED 



Minimum documentation searched (cJassil cation system followed by classification symbols) 

IPC 6 G06F H04L 



Documentation searched other than mirumumdocumentation to the extent that such documents are included in the fields searched 



Electronic data base consulted during the international search (name of data base and. where practical, search terms used) 



C; DOCUMENTS CONSIDERED TO BE RELEVANT 



Category * Citation of document, with indication, where appropriate, of the relevant passages 



Relevant to claim No. 



CRESPO A ET AL: "WebWriter: A 
browser-based editor for constructing Web 
applications" 

COMPUTER NETWORKS AND ISDN SYSTEMS , 

vol. 11, no. 28, May 1996, 

page 1291-1306 XP004018228 

see page 1291, column 2, line 6 - page 

1291, column 2, line 17 

see page 1293, column 1, line 15 - page 

1293, column 2, line 31 

see figure 2 



-/~ 



1,2 



3,4 



LH 



Further documents are listed in the continuation of box C. 



Patent family members are fisted in annex. 



• Special categories of cited documents : 

"A" document defining the general stale of the art which is not 

considered to be of particular relevance 
"E- earlier document but published on or after the international 
filing date 

X" document which may throw doubts on priority daimfs) or 
which is died to establish the publication date of another 
citation or other special reason (as specified) 
"O" document referring to an oral disclosure, use," exhibition or 
other means 

-p- document published prior to the international filing date but 
later than the priority date claimed 



T" later document published after the international filing date 
or priority date and not in conflict with the application but 
cited to understand the principle or theory underlying the 
invention 

"X- document of particular relevance: the claimed invention 
cannot be considered novel or cannot be considered to 
involve an inventive step when the document is taken alone 

"Y" document of particular relevance; the claimed invention 

cannot be considered to involve an inventive step when the 
document is combined with one or more other such docu- 
ments, such combination being obvious to a person skifled 
in the art. 

document member of the same patent family 



Date of the actual completion of theinternational search 



24 April 1998 



Dale of mailing of the international search report 



04/05/1998 



Name and mailing address of the ISA 

European Patent Office. P.B. 5818 Patentlaan 2 
NL - 2280 HV Rijswljk 
Tel. (+31-70) 340-2040. Tx. 31 651 epo nl. 
Fax: <+3l-70> 340-3016 



Authorized officer 



Abbing, R 



Form PCT/ISACIO (second shool) (JuJy 1992) 



page 1 of 2 



INTERNATIONAL SEARCH REPORT 



fntt JonoJ Application No 

PCT/US 97/19719 



^Continuation) DOCUMENTS CONSIDERED TO BE RELEVANT 



Category ° Citation of document, with indication. where appropriate, of the relevant passages 



Relevant to claim No. 



PATENT ABSTRACTS OF JAPAN 

vol. 015, no. 476 (E-1140), 4 December 

1991 

& JP 03 204259 A (NIPPON TELEGR & TELEPH 
CORP), 5 September 1991, 
see abstract 

EP 0 669 587 A (AT & T CORP) 30 August 
1995 

see abstract 

see column 2, line 55 - column 3, line 18 
see column 18, line 34 - column 21, line 
13 

LADD DA ET AL: "PROGRAMMING THE WEB: AN 
APPLICATION-ORIENTED LANGUAGE FOR 
HYPERMEDIA SERVICE PROGRAMMING" 
INTERNATIONAL WORLD WIDE WEB CONFERENCE, 
December 1995, 
pages 1-17, XP002049893 
see page 6, line 24 - page 7, line 9 



1,2 



Form PCT/rSA^io (continuation of second sheet) (Jury 1 992) 



page 2 of 2 



INTERNATIONAL SEARCH REPORT 

Information on patent family members 



Intc 



.onal Application No 



PCT/US 97/19719 



Patent document 
cited in search report 



Publication 
date 



Patent tamily 
member(s) 



Publication 
date 



EP 0669587 A 



30-08-95 



CA 
US 



2140850 A 
5715404 A 



25-08-95 
03-02-98 



Fotm PCTrtS A/210 (pa tem tantfy annex) (JuTy 1992) 



This Page is Inserted by IFW Indexing and Scanning 
Operations and is not part of the Official Record 



Defective images within this document are accurate representations of the original 
documents submitted by the applicant. 

Defects in the images include but are not limited to the items checked: 

□ BLACK BORDERS 

□ IMAGE CUT OFF AT TOP, BOTTOM OR SIDES 

□ FADED TEXT OR DRAWING 

□ BLURRED OR ILLEGIBLE TEXT OR DRAWING 

□ SKEWED/SLANTED IMAGES 



□ GRAY SCALE DOCUMENTS 

□ LINES OR MARKS ON ORIGINAL DOCUMENT 

□ REFERENCE(S) OR EXHIBIT(S) SUBMITTED ARE POOR QUALITY 

□ OTHER: 



IMAGES ARE BEST AVAILABLE COPY. 
As rescanning these documents will not correct the image 
problems checked, please do not report these problems to 
the IFW Image Problem Mailbox. 



BEST AVAILABLE IMAGES 




COLOR OR BLACK AND WHITE PHOTOGRAPHS 



